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In this Issue 

Engineering workstations are computers that are found on engineers' 
desks, but personal computers they are not, except for the superficial visual 
resemblance. A case in point is this month's cover subject, the HP 9000 
Series 300 family of modular workstations. As the cover photo suggests, the 
Series 300 offers a range of options that would bewilder the typical PC buyer. 
Designing the Series 300 Computers and the production process so that not 
only does each customer get a correctly configured computer, but also any 
"'*£ option can be installed later in the field, was a significant engineering chal- 
| lenge that's discussed in the article on page 4, The same article tells how 
the Series 300 came to its present definition, starting out as a proposed low-cost member of the 
Series 200 family and evolving into a modular replacement for the entire Series 200 that offers 
performance far beyond any Series 200 Computer, The performance of the Series 300 Computers 
begins with the Motorola 6801 and 68020 microprocessors and the 68881 floating-point coproces- 
sor for the 68020, Model 310, the lower-performance member of the family, uses the 68010, 
which has 16-bit address and data buses and does 32-bit operations. The design of the Model 
310 processor board is the subject of the article on page 9. Model 320, the higher-performance 
Series 300 family member, uses the 68020 and the 68881 , which are full 32-bit processors. Model 
320s design is described in the article on page 1 2. The issue of porting Series 200 software to 
the Series 300 was a major design concern that is addressed in the article on page 22. Powerful 
graphics capabilities, which are mandatory for the CAD/CAE applications that are an engineering 
workstations daily fare (the display in the cover photo shows a printed circuit board design 
application), are provided by a bit-mapped display based on two custom VLSI chips. In the article 
on page 17, the chips' designers tell us how they dealt with requirements to support both mono- 
chrome and color monitors, each with either medium or high resolution, while maintaining compati- 
bility with the Series 200 T which doesn't have a bit- mapped display. 

Electronic mail, along with word processing, spreadsheets, and graphics, is one of the basic 
services expected of an office automation system. Here at the Hewlett-Packard Journal we began 
to use HP's own electronic mail product, HP DeskManager, early in 1983. Today, we'd be hard- 
pressed to get along without it. It has cut the time it takes for written communication with Europe 
or Japan from about a week to overnight. It is the way we prefer to receive article manuscripts, 
because we can copy them directly to HP's word processing product, HP Word, for editing, and 
then either mail them right back to the authors for review or dump them to our typesetting system, 
saving the multiple retypings that we used to have to do. HP Desk (we prefer the shorter name) 
is integrated with word processing, spreadsheet, and graphics software so that files created using 
those products are easily mailed electronically to any of the more than 50,000 HP Desk users 
worldwide. According to published reports, that number of users makes HP's network comparable 
in size to the larger commercial electronic mail networks. The paper on pages 30 to 48 is a 
comprehensive discussion of the lessons learned in implementing the HP network successfully. 
Topics discussed include strategy, specif ic tactical advice, and potential pitfalls. The paper should 
be valuable to any organization implementing, planning, or thinking about an electronic mail system. 



-R P. Dolan 



What's Ahead 

Computer networking will be the theme of the October issue. Topics will include HP AdvanceNet 
which is Hewlett-Packard's overall networking strategy, and various networking products and 
services for HP 1000, HP 3000, and HP 9000 Computers. 



The HP Journal encourarjee lecnmcal tfiscussion of the topes oresenied in ascent articles and will publisn letters exacted lo oa o! interest [q our readers. Letters must 0e onef and are subject 
to ed.tin<g, Letters stoU'C ne addressed to Ed tof. Hewlett-Packard Journal, 3200 Hiliview Avenue, Palo Alto, CA 94304, U.S. A 
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Advanced Modular Engineering 
Workstations 

This workstation system allows the user to ohoose the 
processor, display system, memory, interface cards, 
peripherals, and operating system most appropriate for the 
application. 

by Gilbert I. Sandberg, Daryl E. Knoblock, John C. Keith, Michael K. Bo wen, and Ronald P. Dean 



THE HP 9000 SERIES 300 is a modular, high- perfor- 
mance, technical workstation family [Fig. 1) that can 
be configured to meet the needs of a wide range of 
technical applications. An engineer or scientist can choose 
from two SPUs T six displays, six I/O slots, and a wide range 
of input devices to meet exact needs, and can later upgrade 
the workstation in any of the options with only a few minutes 
of assembly effort. This article discusses the impact of such 
a large choice of options on the Series nun's development. 

Development History 

The development of a new low-cost member of the HP 
9000 Series ZOO Computer family was first proposed in 
1981. Using a high degree of both physical and logical 
integration, this machine was to sell for only S2000 (U.S.). 
It was proposed that this computer consist of only two 
printed circuit boards enclosed within a video monitor: a 
monitor electronics board and a single-board SPU (system 
processing unit] tapping its power from the monitor board. 
Adding a keyboard and a disc drive would produce a com- 



plete system capable of running the HP-UX operating system, 
HP's enhanced version of AT&T Bell Laboratories' UNIX'* 
operating system. As the required logic was analyzed, two 
areas were singled out for proprietary LSI development: 
the address translation subsystem needed to run HP-UX, 
and the video display subsystem. 

At i hat time, there was a growing awareness of the system 
advantages of a new type of display subsystem called a 
bit-mapped display This type of display subsystem holds 
text character images in the same menu a v used for graphics 
pixels, rather than generating them on the fly from ASCII 
characters stored to a separate memory. Although there is 
far more flexibility in I lie generation and use of character 
fonts, much additional hardware is needed to maintain the 
performance of character placement and scrolling. Al- 
though this type of display subsystem seems inconsistent 
with a low-cost product, it is far more easily integrated 
into an LSI chip than its predecessors* because the memory 
for storing ASCII character values and the ROM needed to 
convert them to graphics images on the fly can be elimi- 




Fig. 1. The HP 9000 Series 300 is a modular family of high-performance technical computer 
systems designed for instrument control and CAO/CAE applications. A variety of processors, 
graphics displays, HO options, mass storage devices, and other peripherals are available to 

tailor a system for a particular application. 



4 HEWLETT-PACKARD JOURNAL SEPTEMBER 1986 



)Copr. 1949-1998 Hewlett-Packard Co. 



nated. Therefore, it was decided to develop such a chip, 
based on one that had already been developed at HP's plant 
in Corvallis, Oregon* but capable of higher resolution, color 
graphics, and much faster character manipulation. 

The address translation subsystem (called a memory 
management unit, or MMUj also began development at this 
time, and these two LSI efforts essentially drove the 
schedule for the first two years. But time has a way of 
changing the factors that define a project* and projects that 
contain large LSI efforts are particularly vulnerable because 
of their long duration. Two such factors had a dramatic effect 
on the Series 300 definition: advances in monitor technol- 
ogy and the development of a high-performance 32-bit mi- 
croprocessor. 

By 1984. Hewlett-Packard was developing a standard, 
uniform packaging strategy, known as the ITF family, for 
use within most of its computer systems. The main benefit 
of this concept is the ability to leverage modular compo- 
nents designed and manufactured at other HP facilities and 
still produce a system that looks as if it w : ere designed by 
a single team (which in fact it was. although the team was 
spread over a large geographic area], This family includes 
low-cost color and monochrome monitors that match the 
needs of the Series 300 product, and because of their high 
production volumes, result in a lower total system 
than the original integrated product definition. As a result, 
ihe Series 300 was redefined to be a modular rather than 
an integrated product. 

With this change to a modular definition, striking simi- 
larities showed up between the Series 300 and a parallel 
effort to define a new high -performance member of the Series 
200 family based on Motorola's proposed 68020 micropro- 
cessor, In May of 1984 it WW proposed to merge these two 
projects it it ii ft single pro jet >, whii h offered in 0116 procku I 
a choice of two processor boards: a single-board computer 
capable of running the UNIX operating system based on 
the Series 300 LSI technology and Motorola's 68010 proces- 
sor (see article, page 9). and a high-performance three-board 
computer based on the full 32-bit 68020 processor (see 
article, page 12). This product proposal, which included a 
choice of four displays and I/O expansion from zero to 
twelve I/O slots, was capable of being configured to match 
the characteristics of every member of the existing Series 
200 family, 

With a single product, HP could consolidate its manufac- 
turing of technical computers, offer better price/perfor- 
mance ratios in each market segment served by each 
member of the Series 200, and allow customers lo h 
machine to their exact needs. In addition, marketing tech- 
niques and design features were proposed to allow custom- 
ers to upgrade I heir processor, display, or I/O subsystems 
at any time after their original purchase of a Series 300 
model. 

Achieving Completeness 

As the concept for the HP 9000 Series 300 Computer family 
«!vt lived into the goal of completely replacing the earlier 
Series 200 family of computers, the task of providing a 
complete solution grew rapidly. HP's Fort Collins Systems 
Division (FSD) had completed many major successful pro- 
grams in the past. 1 ""' but tievi had the division 



worked on a program to replace a complete family of com- 
puters. There were five different models in the Series 200 
family that had to be replaced at one introduction event 
The new family of computers had to be able to cover the 
complete range of functionality that the previous family 
provided, and. ideally, do it at a lower cost and with im- 
proved performance. At the same time, out market direc- 
tion was being expanded to include design automation 
(CAE'CAD] as well as the traditional customers served by 
the Series 200, This placed additional requirements on 
providing a complete solution. 

The most noticeable requirement imposed by the CAE 
market is in the display offering. Although the high perfor- 
mance needed for CAE applications is available from the 
68020 processor, the medium-resolution color and mono- 
chrome displays selected at that time to replace existing 
Series 200 capability did not provide enough resolution 
for the detailed graphics images required for CAE displays. 
Therefore, high-resolution color and monochrome displays 
were added to the family definition. 

Since the medium-resolution monochrome and color dis- 
plays w r ere developed at HP's Rosevi lie Terminals Division* 
a major area of responsibility and needless diversion of 
resources was avoided at FSD. Only one part-time engineer 
was needed to act as a liaison with the monitor design 
group to ensure that these monitors would interface satis- 
factorily w r ith the Series 300, 

FSD already had displays that met the high-resolution 
requirements of the CAE marketplace. All that was required 
to use these displays for the Series 300 was to design the 
appropriate hardware driver boards and the custom inte- 
grated circuits (see article on page 17 J that were necessary 
lo reduce the physical size of these hoards so they could 
fit in the product package. 

The keyboard design was done in a similar fashion, this 
time working with the personal computer group in HP's 
Singapore facility. Keyboard design and manufacturing ac- 
tivities have been centralized in Singapore to maximize 
volume and make efficient use of resources for tooling and 
manufacturing robots. FSD uses the ITF keyboard from 
Singapore'* on the earlier Series 200 Model 217 Computer. 
This same keyboard is used on the Series 300 without 
changes. Again, all that was required in the form of re- 
sources from FSD was someone to act as a liaison with 
Singapore, since although the keyboard was already in pro- 
duel ion, design changes continue to be made in the 
keyboard to improve reliability and customer satisfaction. 

The main system processor unit needed to continue the 
concept of extensibility and flexibility. To achieve this, 
two CPU boards w F ere designed to fit into the same system 
slot, With the 68010 single-board computer described in 
the article oil page 9, many of the configurations of the 
earlier Series 200 family could be replaced with a unit that 
[3 ad higher performance and lower cost, However by sub- 
stituting the G8020 processor board with high-speed cache 
memory and a full 32-bit-wide memory bus described in 
the article on page 12, twice the performance is provided 
for complex applications. 

The ability to incorporate extensive I/O capability was 
important for the measurement automation applications 
that are served by the Series 200 f yet posed significant cost 
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burdens at the low end. The maximum number of I/O slots 
of the SPU package had to overlap the number in the earlier 
Series 200 family, but also needed to match the low cost 
of the least-expensive Series 200 model, Since the 68010 
processor board has most of the L/Q capability required by 
many customer this problem was solved by making an 
I/O card cage that is removable from the basic system pack- 
age. Then, for those applications lhat require the high-per- 
formance 68020 SPU, which has no I/O capability and also 
frequently requires large amounts of memory, a passive I/O 
expander was designed. This expander fits on top of the 
68020 SPU, and has mechanical and electrical connections 
that can be made by the customer with no special tools. 

ID Module 

Although only the major system needs in providing a 
complete family have been discussed, there were several 
other needs that, while smaller in scope and complexity, 
are just as important in terms of completing the functional 
replacement of the earlier Series 200 family, One such need 
is the ability of the Series 200 processors to return, upon 
command by the software operating system, a unique serial 
number. This feature was provided so thai application pro- 
grams that had the capability of checking this variable 
could be made to restrict their operation to only those 
machines that had had their serial numbers encoded in 
that software. This is important to prevent unauthorized 
use of application programs that have been supplied by 
third-party or independent software vendors, 

As the development of the two processor boards pro- 
ceeded, it became obvious that with the complexity and 
the physical size limitations of those two boards it would 
be impossible to include this self-identification feature on 
the Series 300 processor boards, This created a problem, 
since there are no other boards that always reside in the 
mainframe that could be called upon to host this function. 
What evolved to solve this problem is a small package 
known as the ID Module, which interfaces with the machine 
via the same mechanism as the keyboard. This ID Module 
also has the capability to return a unique number (actually 
its own serial number) to the software operating system for 
the same use as mentioned earlier. Having this capability 
in a separate package from the SPU, rather than integrated 
with it, provides two benefits, First, being portable, the ID 
Module can be moved from one machine to another. Thus 
a customer who legitimately has authorization to use a 
certain software package is not limited to usiog it on just 
one machine. If there is need to travel to an off-site location 
and run this same software on another Series 300 Comput- 
er, all the user needs to carry is the ID Module and that 
software. Second, if a machine were to fail, a user can. if 
more than one Series 300 Computer exists at the user's 
site, simply move to another computer and not be pre- 
vented from using authorized software. 

Series 200 Display Compatibility 

Compatibility with the Series 200 method of driving the 
CRT display was another requirement. The Series 200 uses 
separate memory planes for the alphanumeric and the 
graphics displays, while the Series 300 uses a single bit- 
mapped memory plane for both. Running software pro- 



grams on (he Series 300 that are designed for the Series 
200 and make use of both the graphics and alphanumeric 
planes simultaneously could cause serious problems with 
the resulting display on the Series 300 screen. To resolve 
this compatibility issue, the same boards that are used in 
the Series 200 to provide the alphanumeric and graphics 
planes of memory are supported as an option to the Series 
300. but with the addition of a software-controllable switch 
that allows either the bit-mapped driver or the two separate 
planes to be connected to the CHT display. The Series 300 
software operating systems also incorporate features to 
make application programs written for the Series 200 com- 
patible with the Series 300 (see article on page 22). 

Design Verification 

The Series 300 had to succeed in four areas: marketplace 
contributions, quality, schedule and factory cost. It was 
decided to test the Series 300 T s definition early in the mar- 
ketplace to ensure that its contributions were adequate, 
Focus panels, step studies, and completeness surveys were 
done both inside and outside HP. The product was re- 
viewed in detail with key customers, 

To ensure early availability of software and applications 
on the Series 300. fifty hardware prototypes were de- 
veloped and distributed inside and outside of Hewlett- 
Packard, worldwide. These units gave valuable feedback 
to the designers and allowed software development and 
appllcatioa porting to Series 300 to begin months before 
introduction. 

Product Design 

The Series 300 represents the second generation of 325r 
mm-wide computers in the HP 9000 family. The primary 
objective of the product design was to make a Series 300 
system easy to expand, manufacture, and service. 

Expandability is the ability of the computer to support 
numerous configurations. At introduction there were two 
processor boards and four display boards. Each board has 
its own segment of a rear panel and conforms to the same 
dimensions. Captive screws that can be turned by hand are 
used to secure all of the cover plates. 

The Series 300 uses the Series 200 DIO cards. The four- 
slot card cage can be deleted and added later. An eight-slot 
expander can also be added to the four slots in the comput- 
er. These expansions require the removal of the top cover 
held on by two captive screws. Installing the four-slot card 
cage requires a screwdriver for two flathead screws, but 
installing the expander does not require a tool. Fig. 2 shows 
a typical step-by-step expansion of the Series 300. 

The box goes together very quickly, as illustrated in the 
exploded view of the product, Fig. 3. The fans and mother- 
board are fastened to the fan plate, which then is assembled 
to the chassis- Front and rear feet are attached to the chassis 
and the power supply slides in, The DIO card cage and the 
printed circuit boards are installed and the unit is tested. 
To close the box, the top cover and power supply door are 
added and the front panel is snapped on. The unit is then 
packaged and shipped to the customer. 

The total assembly time is 30 to 45 minutes, depending 
on the configuration, Assembling the I/O expander takes 
only 30 minutes and requires almost no test time. In con- 
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trast. a configuration with a 68020 processor board and a 
high-resolution color monitor board requires 45 minutes 
(15 minutes of test time). This assumes thai the pr 
circuit boards have already been built and tested. The 
printed circuit boards are aged at the board level, no! at 
the instrument level. 



Assembly Process 

The assembly process uses computerized process con- 
trol, A serial number plate and bar code sticker are printed 
for the unit, A monitor displays what nptitin is to be built. 
The computer only lets shippable orders onto the produc- 
tion line. A shippable order must have all peripherals avail- 
able for coordinated shipments. The computer determines 







iilll'" 



HI 



Fig. 2. (a) The minimum Series 300 configuration fa the single-board computer, (b) Expand 
the system by adding the DIG card cage. This allows the addition of more memory, I/O cards, 
or accessory cards (c) Upgrade with any of four optional graphics interfaces— high- or medium- 
resolution, color or monochrome, (d) Upgrade to the 68020 processor This requires the DIG 
card cage for the HP-HIL board and memory, (e) Expand again with the DID expander for a 

totat of twelve DiO slots. 
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the sequence of configurations to be built to maximize 
throughput. Since testing is such a large proportion of the 
build time, a large backup would occur at the test station 
if units with long test times were built in sequence. 

After the basic box is assembled, it is configured with 
the appropriate printed circuit boards. The operator reads 
the bar code into the computer and the display shows what 
board s to i nsta 1 1. At the test stat ion the test operator attaches 
the necessary cables, then reads in the bar code. This starts 
the test. The operator must verify the operation of the fans, 
the power-on indicator, the audio signal, and the video 
output. 

The same operator then performs the final package clo- 
sure. The bar code is read, and the computer prints the 
packing label (which also has a bar code on it). The top 
cover, front panel, door, and labels are installed. Finally , 
high-potential testing is completed, 

At packaging, the bar code is read and the computer 



displays which cables need to be shipped with the unit. 
The bar coded cable kits are verified as they are packaged 
with the computer. The unit is then ready to go to the 
shipping department, where the bar coded shipping label 
helps generate a pick list of other products to include with 
the unit. 

Package Design 

The Series 300 computer and expander use the same 
design. Both boxes share the same tooling and parts, and 
were on the same development schedule. Since the DIO 
card cage is exactly the same height as two system boards, 
the expander just substitutes an additional four DIO slots 
for the two system boards, The; same brackets and card 
guides are used twice in the expander. One innovative 
technique used to conserve space is that the connection to 
the backplanes is made on the back side of the board. Con- 
nectors are press-fitted in the spaces between the pins of 




Chassis 



Fan Plate 
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Fig, 3. Exploded view of a Series 300 Computer. 
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adjacent DIO card connectors. 

The expander top cover and chassis have an added hole 
to bus signals from the Series 300 computer to the expander, 
The expander cover gets swapped with the computer dur- 
ing the installation and sliding clips hold the boxes lo- 
st. The motherboards use the same board blank, but 
to reduce cost, the unused connectors are not loaded. The 
expander motherboard also differs because there is a power 
cable to the backplane. The rest of the sheet metal, all 
plastic parts, and the power supply are identical. 

Other measures of manufacturabilUy are the type and 
quantity of screws used in the unit. The assembly of the 
basic box requires four Flathead screws to hold the sheet 
metal pieces together, seven pan head screws to hold the 
motherboard, and one screw to hold the power supply in 
place, Each fan requires two screws, and the DIO card cage, 
if present, requires six, The front panel snaps onto some 
spring clips and th ir side of the IJIU card cage uses 

only tabs, slots, and hooks for attachment 

The sheet metal enclosure reduces RK1 [radio-frequency 
interference] without the use of extensive gasketing. Each 
system board has two custom clips tiiat contact the cover 
plate on the board below, or connect directly to the chassis. 
The power supply contacts some different clips on top and 
bottom Those clips are the only items added specifically 
to suppress RPL The extensive use of overlaps in the sheet 
metal parts allows this minimal addition ol special parte, 
This avoids the addition of gasket material, which is often 
a concern to the manufacturing organization, being time- 
consuming and at times having a high scrap rate, 



The Series 300 computer and expander are easy to r 

yfaclure and consequently they are easy to service. All ot 
the system boards and DIO cards slide in and out from the 
rear of the unit. The power supply also slides out from the 
rear and there are no cables to disconnect. The fans and 
the LED power-on indicator can be replaced from the front 
of th en if the unit is underneath a stack of other 

boxf nl panel is easily removed, giving the service 

person access to the cables and all of the necessa: 
However, the motherboard is very difficult to remove, re- 
quiring that the box be completely disassembled. Fortu- 
nately, the motherboard has only connectors, resistors, and 
diodes which have very low failure rates. 
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Modular Computer Low-End Processor 
Board Design 

by Martin L. Speer and Nicholas P. Mati 



THK HEART OF THE HP 9000 Model 310 system 
processing nail [SPU] is the processor board. With 
I lie exception of the power supply, no other major 
electrical subsystems need exist within the Model 3 W SP\ 
box. By adding a medium -resolution monochrome 
monitor, an HP-HI L keyboard, and mass storage, a complete 
and useful workstation capable of running Pascal, BASIC, 
or the HP-UX operating system can be constructed, 

The Model lilt) processor hoard is a complete single- 
board computer wifh the following features: 

■ 10-MHz MC63010 microprocessor 

■ Up to lM bytes of high-speed RAM 

■ Model-320-compatible memory management unit (MMU) 

• HP-IB (IEEE 488/IEC 625) interface 

■ RS-232-C/V.24 interim B 

* HP-HIL keyboard interface 



■ Programmable sound generator [beeper! 

■ Battery-backed real-time clock 

■ Bit-mapped monochrome display electronics with 1024- 
dot-bv^ 00-line resolution 

■ Programmable timer module (used by HP-UX operating 
system] 

■ Up to lliBk bvtes of boot ROM (64K bytes are currently 
being used}. 

Putting all these features on one board makes I he Model 
310 system more manufauturable. reduces the cost, and 
allows increased performance for both the RAM and the 
memory management unit. Yet, a system designed around 
l In- Model 310 processor board is still expandable by means 
of the Model 310's second system board slot, a four-slot 
DIO I mi kplane, and an eight-slot DIO expander. fDIO is 
an asynchronous bus based on the 8-MH/* MC68000 nm rd 
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processor.) 

Several physical design challenges were posed by the 
Model 310 processor board. First, all the features listed 
above had to fit within 93,4 square inches and meet t:om- 
ponent height restrictions that ranged from 0.325 inch to 
7~~> iru.h. Si'r.ond. restrictions won: placed on component 
location because of thermal design constraints imposed by 
the system box and a need to minimize trace lengths for 
critical signals. Improved liming margins, reduced cross 
talk, reduced trace capacitance, and reduced EMI [elec- 
tromagnetic interference) were the key bene! its of complying 
with I be component location and trace length restrictions. 

Increasing the performance of the Model 310 processor 
lnuinl had its share oi design challenges whf-c ujuph'd 
with board area I i mi [at inns and cost goals. The main per- 
formance contributions were made by adding a 10-MHz 
68010 processor, a local RAM bus, and hardware to assist 
HP-IB parallel polls. The decision to use the 68010 micro- 
processor was made because earlier 8-MHz products were 
viewed as being tot; slow. To take advantage of the in- 
creased clock frequency of the 68019, a fast local RAM bus 
and RAM controller were designed, The local RAM bus 
supports faster memory accesses than are possible cm DID, 
whose timing Is based on 8-MHz operation. RAM accesses 
to memory on the Model 310 board add no wait stales 
while RAM accesses to memory on the DIG bus require 
two wait states. 

Hardware to assist HP-IB parallel polls was added to 
improve the performance of the HP-UX operating system 
when the internal HP-IB interface is used as the disc inter- 
face. Without this additional hardware, the HP-UX system 
conducts software parallel polls periodically. Once a paral- 
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Fig. 1 . Basic system partitioning of the Model 310 processor 

board, 



lei poll is detected. Ihe operating system in est synchronize 
I he pending disc transfer with the disc drive. This is a 
time-consuming task necessitated by the disc drive's re- 
quiring data within a short time after the parallel poll re- 
sponse. The hardware designed for the Model 310 proces- 
sor board conducts a parallel poll and generates an inter- 
rupt when an HP-IB device responds. Interrupts can be 
serviced within the response time required by disc drives 
and the ^synchronization software cycle becomes tin* 
necessary. A performance increase for disc accesses of ap- 
proximately 50% is observed because of this circuitry. 

A major design challenge was that of maintaining soft- 
ware compatibility with earlier HP 9000 Series 200 systems. 
With two exceptions, the final design of the Model 310 
SPU board maintains a high degree of hardware architec- 
tural compatibility with Series 200 machines. The two ex- 
ceptions are the bit-mapped display electronics and a Model- 
320-compatible memory management unit (MMU). All 
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other hardware architecture changes are transparent to the 
operating systems and thus compatible. Cost and perfor- 
mance were the reasons for choosing the bit-mapped dis- 
play architecture that is present on the Model 310 board. 
Performance, improved capability , and compatibility with- 
in the Series 300 family were reasons for the move to the 
Model 320 MMU 

Cost reduction and manufacturability were high priori- 
ties during the design of the Model 310 processor board, 
The use of custom LSI circuits, careful system partitioning, 
and careful component type and package selection were 
three important actions thai contributed to cost reduction 
and manufacturability, By carefully partitioning the 
tern, most of the support logic could be Incorporated into 
four custom LSI circuits. The design of each custom IC was 
done with the total system needs in mind, thus further 
reducing the external components needed. Plastic DIP com- 
ponents were selected when available. These components 
are typically less expensive than other package types and 
they can be loaded onto printed circuit boards by existing 
production mac hin e ry . 

The complexity ot the design effort was greatly reduced 
by partitioning the Model 310 SPU board into two indepen- 
dent subsystems, the I/O subsystem and the CPU/MM LI- 
RA M subsystem (Fig. 1). These two subsystems are con- 
nected only at their DIO interfaces- but share some com- 
monly generated clocks. To ensure Series 300 family com- 
patibility, the Model 310"s I/O subsystem design was lever- 
aged in developing the human interface card that is used 
in Model 320 systems. 



I/O Subsystem 

The J/O subsystem (Fig, 2) consists of the following sec- 
tions on the processor board; 

HIMB, RS-232-C, and HP-HJL interfaces 

■ Program mable &GUnd generator (beeper) 
Battery-backed real-tune clock 
Bit-mapped monochrome display electronics 
Programmable limer module 

■ Up to 12 8K bytes of boot ROM 

Two of the sections listed above have architectural 
changes that were added In get additional performance — 
the HP-IB section and the bit-mapped monochrome display 
section. As mentioned earlier, the HP-IB section on the 
Model 310 processor board has additional hardware for 
performing an HP-IB parallel polh The article on page 17 
provides information about the bit- mapped display con- 
troller and whM hardware features were incorporated in it 
to improve its performance. 



To keep the device count down and provide all the I O 
features listed above, two custom LSI ICs were designed 
using Texas Instruments' standard cell technology. These 
two ICs generate all the chip enable signals, DIO handshake 
signals. DIO buffer control signals, and HP- IB DMA (direct 
memory access) support signals needed. In addition, all 
architected DIO registers needed by the different IO 
sections and the HP-LB parallel poll hardware are part of 
these two custom ICs, These two ICs make it possible to 
put all the I/O functionality mentioned above on the Model 
310 board while still leaving room for the CPU, MMU. and 
1M bytes of RAM, 

Although the Model 310 is the low-end SPU of the Series 
300 family, it has up to 85% of the performance of the 
earlier high-end Series 200 machine at a cost less than the 
low end of the Series 200. Unlike the Model 320, the Model 
310 does not have a cache memory to improve performance. 
The addition of a cache would have been prohibitive in 
terms of expense and board area. Instead, the Model 310 
is highly tuned to operate with its 1M bytes of on-board 
RAM. The 10-MHz 68010 processor runs no-wait-state 
memory cycles [maximum 68010 performance] out of the 
on-board RAM even when memory mapping is enabled. 
The Model 310 can also access RAM over the DIO bus t but 
these accesses take approximately 1.5 times longer and 
cause the 68010 to insert wait states in its memory cycle. 

MMU RAM Subsystem 

Fig, 3 show r s a block diagram of the MMU/RAM subsys- 
tem. All 68010 bus cycles to either DIO or high-speed RAM 
must pass through the MMU where the translation of ad- 
dresses takes place, The architecture of the MMU is func- 
tionally identical to the discrete 32-bit MMU on the Model 
320* which is described in the article on page \2. 

The MMU/RAM controller was integrated into a Motorola 
MCA2800ALS ECL gate array because of space restrictions. 
The MCA2800ALS gate array provides 1 20 TTL-compatible 
I/O pins and high-speed operation. The gate array design 
is highly self-contained, requiring only TLB [translation 
lookaside buffer) RAMs and a few TTL support chips to 
form the complete MMU/RAM controller. Generation of 
system functions such as bus error timeout and bus master 
arbitration, as well as control of the DIO bus interface and 
execution of DIO bus cycles are performed by the gate array. 

Full support for 256K-bit 120-ns dynamic RAM is pro- 
vided by the gate array. It is designed to accommodate t h i ■ 
512K-byle or the IM-byte loading options of the Model 310 
board by sensing whether a pull-up or pull-down resistor 
is present at each RAS line during power-up. The presence 
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of Loaded parity RAM is sensed by a Iran the parity 

data lines. OnK after a transition occurs can parity fault 
checking begin. 

I pins are a precious commodity on the gate array. 
Rather than allocate five pins to define the starting address 
of the on-board RAM. the RAM is instead automatical!) 
located in e fashion similar to the RAM on some Series 
200 processor boards. By scanning down through the mem- 
ory space, the boot ROM locates the starting address of the 
on-board RAM by finding a location where no del 
RAM responds and a bus time-out occurs. On the first time- 
out after power-up, the MMU asserts HALT along with BUS 
ERROR, forcing the 68010 to rerun the bus cycle. At the 
same time, the RAM's address select decoders are latched 
at the vacant address, When the cycle is reran, the on-board 
RAM is now located at the formerly vacant address and 
responds to the 68flm 

Since there is no cache memory on the Model 310 board, 
a great deal oi nHention was paid to optimizing on-board 
RAM perform am e, Al the beginning of a mapped 68010 
bus cycle, Hie nine low-order address bits from the proces- 
sor are allowed to ripple through the MMU directly into 
the RAM array to set up the row address. The upper bits 
i A 1 lie logical address simultaneously pass through the TLB 



RAM. if the translated address selects the on-board RAM, 
then the appropriate RAS line is immediately asserted to 
the RAM array since the row addresses have met the setup 
time- The memory cycle to the on-board RAM is under 
way even before the [)JO bus cycle has commenced. Once 
the D30 cycle has begun and addresses are latched in the 
DIO buffers, the column address for the on-board RAM is 
multiplexed onto the nine low-order address bits out of 
the MMU and into the RAM array. CAS is then asserted 
and the memory location accessed. 

The dynamic RAM refresh controller uses the eight lower 
address bits out of the MMU to run a RAS-only refresh c\ i le 
to the on-board RAM. As a first priority, the RAM controller 
tries to initiate a refresh cycle during a DIO cycle II M 
cannot bury a refresh during a DIO cycle within 4 fis t then 
it holds off further MMU activity while a RAS-only refresh 
■ is run. 

The position of the various control signals to DIO and 
on-board RAM can be precisely tuned for optimum perfor- 
mance since the gate array's state machines run at the sys- 
tem clock rate of 60 MHz, This fine resolution allows events 
to occur with little dead lime and eliminates the need for 
analog delay elements on the Model 310 processor board. 



High-Performance SPU for a Modular 
Workstation Family 



by Jonathan J. Rubinstein 



THE HP 9000 MODEL, 320 COMPUTER is the high- 
peffGrm&nce member of the Series 300 family, ll is 
based on a 16. 67-MHz MC68020 microprocessor , j r j ■ 1 
an MC68881 float i rig- point coprocessor. The processor 
board is a full 32-bit implementation that uses a IfiK-byte 
high-speed cache memory to allow (he processor to operate 
at full speed. A 32-bit memory management unit (MMU) 
provides up to four gigabytes of virtual address space. 

The Model 320 processor board is fully compatible with 
the 68000 DIO bus architecture, allowing it to replace the 
lower-performance Model 310 processor board based on a 
10-MHz MC68010 microprocessor without any change to 
the system. This compatibility also allows any HP 9000 
Series 200 memory board or I/O card to be used in the 
Model 320. 

The 68020 is the 32 -bit implementation of Motorola's 
66000 microprocessor architecture. In addition to new ;_ 
bit instructions and addressing modes, the 68020 contains 
a 256-byte instruction cache (I-cache) and coprocessor sup- 
port. To increase Its perfofflaant e. a three-stage instruction 
pipe and instruction overlap are Included in the 68020. ] 

The 68881 is the floating-point coprocessor for the 68020. 



IE provides an extension to the 68020 instruction .set with 
full IEEE Hti-bil Floating-point support, including transcen- 
dental functions. Since the 88881 is a coprocessor, the 
programmer is unaware that it is separate from the 68020 
and thus sees the pair as a single processor. 

The latest-generation microprocessors have a perfor- 
mance level that matches that of mainframes of a few years 
ago. To use this performance fully, architectural features 
similar to those seen in mainframes must be used. A mem- 
ory hierarchy and memory management are examples of 
the types of features that can provide higher performance 
without adding excessive costs or constraining the size of 
the main memory subsystem, In agreement with this trend, 
the Model 320 ion tains a high-speed external cache and 
memory management unit. (For a general discussion of 
cache architectures, see referein i _ 

Cache Architecture 

After careful analysis of performance, price, and board 
we selected a 16K-byte cache. The cache is im- 
plemented with 2K>8 RAMs. which are readily available 
and do not consume an excessive amount of power be< 
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of their pawer-doivn capability. To keep the complexity 
down, a write through** memory update policy is used. 
This policy implies that a write executed by the processor 
rstten to the cache and the memory in parallel A write 
access incurs a penalty equivalent to one or two memory 
accesses, depending on the size. The Model 320 cache buf- 
fers both instruction and data accesses. 

The 68020 is capable of accessing memory in three clock 
cycles. However, it is difficult to implement a cache for 
the 68020 that can be accessed wit htm I additional clock 
=-s (wait states), If a physical cache is implemented, it 
is almost impossible with current technology not to u 
duce wait states. The trade-off is to add one or more wait 
states for address translation or use a logical cache. II a 
logical cache is used, the hit rate of the cache is lower 
because of the cache purges required. However, simulation 
shows that the hit rate of a logical cache is not lowered to 
the point of reducing the performance below that which 
would be obtained if one wait state were added to use a 
physical cache. If address translation adds two wait states. 
then the logical cache is the clear choice over a physical 
cache, 

A typical argument against a logical cache is the added 
software complexity. However, with the 68020. which al- 
ready contains a logical instruction cache, little additional 
operating system support is needed for external cache sup- 
port. 

Given these considerations, a logical cache implementa- 
tion was chosen for the Model 320 system. To achieve no- 
w;iit-siate access, 35-ns and 45-ns 2K*8 RAMs From 
Toshiba are used. To build the valid hits for rach entry. 
25-tis AMD9150 1Kx4 RAMs were selcc .:h:d. These RAMs 
have an additional clear capability, allowing ihe cache to 
be purged in one bus cycle. 

Once we chose a logical cache architecture, an effort was 
made to in< rease thn cache hit rate. We found through 
simulation that if the supervisor or user entries in the cache 
could be purged separately, the hit rate of the logical < ai.hr 
is only slightly lower than the hit rate of a physical cache. 
The assumption is that the operating system only purges 
the portion of the cache that requires it. To implement this 
enhancement, we use two valid hits for each entry irj (he 
cache* either of which can he set or cleared. In other words. 



every entry in the cache can contain data or instructions 

from either supervisor space or user space. Under software 
control all of ihe user or supervisor entries can he purged. 

We Sele< ted a line size of 32 bits. The line size is the 
width of a cache entry and a 32-bit line size allows the 
processor to access the cache with a single bus cycle. The 
choice of a set size was more difficult. A set size of either 
one or Iwo could be easily implemented given the available 
RAM technology; hence the decision had to be based 
strictly on the price -performance trade-off. After comparing 
the increased performance provided by the higher hit rate 
with the cost of the additional RAM and comparators re- 
quired for a set size of two, we decided to use a direct 
mapped [set size of one) approach. 

Memory Management Architecture 

The Series 300 uses an HP-defined MMU architecture, 
which provides four gigabytes of virtual memory I jr each 
process in the HP-UX operating system. HP's enhanced 
version of AT&T Bell Laboratories' UNIX'* operating sys- 
tem The page size is 4K bytes and a two-leveL 32-bit table 
entry, paged MMt 1 is used. The MMU used on the Model 
320 is completely compatible with the Model 310 im- 
plementation, allowing identical HP-UX kernels. 

The table structure supported by the Series 300 is similar 
to that of the earlier Series 200 Computers, This similarity 
helps minimize the software effort required to port the 
operating systems. In addition, the Series 300 MMU is also 
a subset of the Motorola 68851 PMMU definition, ensuring 
a compatible growth path with Motorola products in the 
future, The two-level table walk is shown in Fig, 1. 

The 32-bit logical address is divided into three offsets: 
bits LA22 to LA31 are the offsel into the segment table, bits 
LA12 to LA21 are the offset into the page table, and bits LAO 
to LA11 are the offset inlo the page. The user or supervisor 
root pointer is chosen by FC2, which is part of the logical 
address. 

The root pointer contains the upper 12 bits of the starting 
address of the segment lahle. The se^menl table offsel is 
concatenated with the selected root pointer to find the 
segment table entry. The page table offsel h ated 

with the segment table address entry (page table pointer], 
which chooses a page table entry. The page table entry- 
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Fig. 2. Segment table entry. 

contains a pointer to a physical page, and the page offset 
is used to access the correct byte address. 

The segment table entry is defined in Fig. 2, The address 
entry is the upper 20 bits of a 32-bit page table physical 
address. The W bit is the write protect bil and I be V bit is 
the valid bit. 

The page table entry is defined in Kig. \\. The address 
portion of the entry is the upper 2(J bits of the physical 
page address, The next four SW bits are ignored by the 
hardware and are allocated for software use. The D bit is 
the dirty bit and Is set by the hardware when a page is 
written. The R bit Is the referenced bit and is set by the 
hardware when a pa#e is referenced. As in the segment 
table entry, the W bil is the write protect bit and the V bit 
is the valid bib 

A performance enhancement is made to the MMU by 
adding a cache inhibit bit to the page table entry. The cache 
inhibit bit Ct blocks the cache from loading an entry from 
the associated page into the cache. This capability is used 
to keep J-'O pages out of the cache and can be used to 
prevent pages used for DMA (direc! memory an ess) activ- 
ity from being cached. By not caching pages used with 
DMA (such as disc buffers], the need to purge the cache 
on completion of DMA is eliminated, 

To speed up address translation, a translation lookaside 
buffer (TLB) is used to store recently generated translations. 
In the Model 'MO, the supervisor and user spaces each have 
a 1024-entry TLB. A TLB of this si/.e allows eight megabytes 
of physical space to be mapped simultaneously and simu- 
lation shows that the miss rate of the TLB is less than 1%. 

In the simplest form of logical cache, the MMU is not 
accessed until after the cache is accessed and a miss occurs. 
When this implementation is used, the cache must be 
purged more often because of the additional purges neces- 
sary w T henever the operating system is executing MMU 
housekeeping activities. We avoided these additional 
purges by accessing the cache and TLB in parallel. The 
processor cannot use the data in the cache unless there is 
a valid entry in both the cache and TLB, Although it is 
impossible to guarantee that if the data is in the cache, the 
translation will be in the TLB. it is typically so. Thus, 
having both buffers accessed in parallel leads to little per- 
formance degradation caused by TLB misses and increases 
the hit rate of the cache by reducing I he number of purges. 

Cache Simulation Description 

To design the Series 300 family, we developed a cache 
and TLB simulation that allowed us to make correct design 
trade-offs and characterize possible system configurations 
To simulate the behavior of the 68020, actual 68000 data 
traces were obtained by monitoring the backplane of a 
Model 236 Computer. A special bus interface card was 
designed to monitor transactions across the bus and allow 
a second Model 236 Computer to store the data, 

Once a 68000 address trace is collected, it is converted 



to a 68020 trace to simulate the external cache hit rate, We 
wrote a program to make this conversion and store a 68020 
trace. This program simulates the instruction pipe and the 
I-cache of die 68020. To analyze the external cache, we 
wrote a cache simulation program that allows parameters 
such as cache size, line size, set size, replacement al- 
gorithm, and associativity to be varied. We later modified 
the cache program to allow similar simulations for TLB 
analysis. 

Since the hit rate of a cache is not only dependent on 
the cache configuration, but also on the specific applica- 
tion, different traces are required for different applications, 
To characterize the Series 200 family, we traced the three 
operating systems available: HP stand-alone interpreted 
BASIC, HP Pascal Workstation, and HP-UX. 

Thirteen traces were generated: one from BASIC, two 
from the Pascal Workstation, and ten from HP-UX, The 
trace from BASIC was a fast Fourier transform with graphics 
display. Since BASIC is interpreted and stands alone, the 
cache hit rate is less dependent on the application program 
than it is with other operating systems. The interpreter 
uses most of the system resources and thus a larger sample 
was not required. From the Pascal Workstation, two types 
of tasks were chosen: a large compile, which is representa- 
tive of general processing, and the recalculation of a Visi- 
Calc'" spreadsheet, which is computation bound. 

To characterize the HP-UX operating system, thirty pro- 
grams were selected. The HP-UX traces were generated 
using the following types of applications: floating-point 
and nonfloating-point intensive arithmetic programs such 
as BID and Sieve, the Pascal, Fortran h and C compilers, 
the vi editor, several graphics intensive programs, disc in- 
tensive programs such as find and grep, and other system 
utilities such as nroff. With all thirteen traces, a total of 200 
million accesses were analyzed. 

An investigation simulating all possible cache organiza- 
tions would have been overwhelming. Instead t we chose 
a few of the most promising cache organizations, Table 1 
shows the cache hit rates for four organizations. The hit 
rate is calculated by dividing the number of hits by the 
total number of accesses coming from the (38020. and then 
multiplying by 100, For the larger caches, the hit rate is 
more dependent on the percenl of writes since these access- 
es are always counted as a miss. Because of a B4% [-cache 
hit rate, the hit rates are lower than documented for many 
systems in the past. 

Predicted and Actual Performance 

To characterize the performance of systems with similar 
or identical processor architectures, we use the million-in- 
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Table 1 
External Cache Hit Rates 

Cache size (bytes): 8K 16K 
Set size: 1 1 


16K 
2 


32K 

1 


Table II 
Average Access Time (ns) 

Cache size: None 8K 16K 
Set size; 1 1 


16K 32K 

2 1 


BASIC system 
Pascal Workstation 


76,7 
65.9 

63.9 
54 
58.0 
76.7 


84.0 

69.2 

65.1 
84.0 


86.7 

72.0 

670 
86 7 


85.0 
76.1 
73.5 
4.1 
69.2 
85.0 


54D 452 392 


162 ■* '~ 


HP-UX: (average) 

| standard deviation ) 
Worst hit rate 
Best hit rate 


benchmarks were run in Pascal on the Pai 
The 68010 benchmarks were run using C 

HP-UX. All benchmarks shown use 3 2 -bit 
bit real numi 

In choosing benchmarks to compare f 
mane e, torn nutation -bound programs are 


cal Workstation. 

I and Fortran on 

integers and 64- 


Average of all traces 
(standard deviation) 


65-3 
6.2 


70.8 
8.1 


73.6 
6.3 


74.9 
4.9 


>rocessor perfor- 
preferable shnce 



structions-per-second (MIPS) metric. To calculate a MIPS 
value for the various Implementations* the average m 
lime of the processor must be calculated. This access tune 
.. Im! np.i x< the \\"\ ige intervaJ from wbeii r l^' address 
is valid to when the data is sampled. This time is based 
on the minimum access time of the processor degraded by 
the access time to memory or cache* For the cache-based 
Model 320, the average access time can be calculated as 
follows: 



AAT = E hr C,. + [l-E hr ]x[W r (W wr M a 
(1-W^xiM.,,, ,_ll 



tH 



where E hT Is the external cache hit rate, H UL is (he cache 
access I imp f 120 tish M tS1 , lm is the memory access time (540 
ns), M ncc:j2 is the 32-bit access time (1200 ns]. W r is 1 r n ; 
percent of misses that are writes, and W wr is the percent 
of writes that are less than 32 bits. 

From the 68020 simulations it was found that with a 
64% l-cache hit rate. 17.4% of all 68020 accesses are writes, 
of which 37% are of byte or word size. Using the above 
data, Table II shows the possible average access times for 
the Model Yli\, 

From these average ,u * ess times and using an I-cache 
hit rate of 64%, we can calculate the MIPS value using the 
following equation: " 

MIPS = 1.08(clock frequency) x 

[[average cine k pulses insinuation) 4- 

(average bus cycles/instruction) x 

((AAT/clock period)- 21 J] ' [2\ 

where the average clock pulses per instruction is 7.159 and 
(he average bus cycles per instruction is 1.201. Table III 
shows the MIPS value for the system configurations 
specified above for a 16 67-MHz 68020 processor, using 
equation 2 and values from Table II for average access time. 
Table IV compares measured 68020 performance with 
lhal of ail 8-MHz 68000 system with one wait state arid an 
8-MHz 68010 system with 1.S wait states [0,5 wait state 
FortheMMU) f all running identical bent hm< irks. The ($$000 



I O throughput tends to be disc, not processor, dependent. 
The integer benchmarks (Sieve, Acker, Puzzle, and Search) 
were collected by the University of California at Berkeley 4 
and results have been published for several systems, 5 The 
UNIX benchmarks were published in BYTE 6 and the results 
are in real times rather than clock cycles, BID is a standard 
W heist one floating-point benchmark (10 million execu- 
tions) and LFP is a very large* computation-bound, floating- 
point-intensive program. 

The performance of an 8-MHz 68000 system with one 
wait state or an 8-MHz 68010 system with 1.5 wait states 
is about 0.5 MIPS. The calculated MIPS value for the Model 
MO system is 1.5, which is about three times faster than 
the 68000/10 systems, From the benchmark comparisons, 
the measured average relative performance increase is 3.5 
(Table V), Note lhal for the small integer benchmarks. I he 
68020 has higher performance than typically seen, because 
the program is loaded entirely into the internal and external 
caches. 

As always, the i tioice of benchmarks can dictate how 
well a system fares compared I o other systems. The inten- 
tion of the benchmark data presented here is not lo charac- 
terize the performance of the Model 320 system, but to 
correlate the theoretical res nils with I he res nils from an 
actual system* 

68020/68831 Qualification 

To qualify a new system requires many forms of testing. 
This testing becomes more complicated if a new processor 
is being used. Not only must the system be proved reliable, 
but it also must he shown that the new processor executes 
correctly. 

For the Series 300 project, we spent considerable time 
checking the 68020/68881 processors for correct operation. 
WeaUn spenl many months doing stress/life (strife) testing, 
and RAM/DMA tests, These tests were in addition to the 
standard HP Class B environmental tests. 



Table III 

16.67-MH2 68020 MIPS Values 



Cache size: 
Set si/1 



None flK 

I 



1 



16K 
2 



32K 
1 



0,80 



1.30 



1.43 



L50 



1.54 
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Table IV 

Benchmark Execution Time (milliseconds) 





Operating 


u-MH* 


16-MH2 


16-MHz 68020 


Nil MM' 


System 


66006/1(9 


68020 


andoUHttl 


Sieve 




67U 


I5fl 




Acker 


Pascal 


sseo 


1730 




Puzzle 


Pascal 


23,410 


5450 




Sean |, 


Pascal 


SA 


0.8 




BID 


Pascal 


376 H 46fl 


105,000 


14,700 


Pipes 


HP-UX 


9000 


4200 




SCall 


HP-UX 


11,900 


4700 




FCail 


HP UX 


1300 


400 




I |i 


HP-UX 


11,500 


2700 




13 ID Fortran 


HP-UX 


4 11,500 


113,500 


14,500 


LFP Fortran 


HP-UX 


2,079,800 


732,900 


345,600 



To qualify the 68020, it was necessary to prove thai the 
6B010 portion of the 68020 was correct before the new 
instructions and addressing modes could be checked. We 
used the test code and operating systems available for the 
Series 200, making only changes required lor operation. 
Once the test code, BASIC system, and Pascal Workstation 
were operating, the HP-UX Operating system was modified 
to run oji (lie Series 300. 

HP-UX tests not only instruction integrity, bill also the 
virtual capability of the processor (i.e.. Instruction continu- 
ation). Any problems found were immediately verified 
with Motorola so that the problem could be fixed on the 
next revision of the part. During this testing, the new 68020 
instructions and addressing modes were added to the test 
i ode and the operating systems were compiled with I he 
newer 68020 compilers. After this process was repeated a 
few times, a 68020 was available for customer shipments 
that correctly ran all the Series ;*00 operating systems and 
had no known problems that could affect operation, 

To help Motorola increase the speed and reliability of 
the 68020, we also did margin testing for each new mask 
revision. This testing consisted of low- voltage, high-tem- 







Table V 








Benchmark Relative Performance 




Benchmark 


Operating 


8-MHz 


16-MHz 


16-MHz 68020 


Name 


System 


68000,10 


68020 


and 68881 


Sieve 


Pascal 


1 


4.3 




Acker 


Pascal 


1 






Puzzle 


Pascal 


1 


4.3 




Search 


Pascal 


1 


3.3 




BID 


Pascal 


I 


.*.(.! 


25.6 


Pipes 


HP-UX 


1 


2.1 




SCall 


HP-UX 


1 


2.5 




FCall 


HP-UX 


1 


3 3 




Loop 


HP-UX 


1 






BIB Fortran 


HP-UX 


1 


3.6 


28.5 


LFP Fortran 


HF-UX 


1 


2.8 


6.0 



perature, and high-Jrequeni v n-sis. The frequency would 
be increased until the part failed. The failure was then 
analyzed and reported to Motorola. Using this process, we 
were able to attain 68020 parts capable of full 16-MHz 
operation much sooner. This same process was used to 
qualify the 68881. However, all new code had to be Written 
since it was an entirely new part, 

Strife and RAM/DMA Testing 

Si rife testing consists ot temperature cvcling* power ey- 
l 1 1 riLi. and vibration testing. The units iire placed in a 
chamber that is cycled from - 30* to 65*0. These are eight- 
hour cycles with three hours at both high and low temper- 
ature. During the temperature cycle, the power to the unit 
is cycled at various times to ensure the maximum temper- 
ature swing in the unit. When power is applied to the unit, 
a self-test program is executed that reports failures to a 
monitoring system outside the chamber, in addition to tem- 
perature cycling, the units are vibrated at 2g random acceJ- 
i M .Mi on for 10 minutes every few days. 

Strife testing was initiated on the first 16 prototype units, 
I Ii-m- units were tested for over 80 cycles, Whin a failure 
m curred\ ihe testing was terminated until the failure was 
analyzed and a fix was implemented on all the units. After 
the 80 cycles were completed, the first 16 production units 
were tested for 30 temperature cycles with no repeated 
problems. Naturally, any new failures found in theseound 
strife test were analyzed and promptly corrected. 

In addition to strife testing, the integrity of the Series 
300 was verified osing both long-term RAM error-rate tests 
and DMA tests. The RAM tests consist of various fill pat- 
terns and checking. The DMA tests use two HP -IB cards 
connected together and various tesi patterns are transferred 
back and forth from memory* 

These tests w r ere run on the strife units when the testing 
was on hold or completed. We tested the units at -25 D C, 
room temperature, ami $5 C. A total of 35,000 system hours 
of RAM/DMA tests were run with the failure rate in the 
range expected for soft RAM errors and no other significant 
Lii lures were observed. 
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Custom VLSI Circuits for Series 300 
Graphics 

by James A. Brokish. David J. Hodge, and Richard E. Warner 



THE DESIGN OF THE D1SPLA" . the 

modular HP 9000 Series 300 Computers was driven 
by the need for new levels of performance and f lex- 
ibility. The overall design approach lor this new family of 
stations dictated that the display subsystem not only 
support both monochrome and color monitors* hut also 
support both medium-resolution [512 * 390 pixels) and 
high-resolution I UiLM - ^f>tt pixels] displays. Another goal 
was to make the medium-resolution monochrome system 
as inexpensive as possible. Compatibility, both within the 
new family and with the earlier Series 200 products, is 
Important. It was necessary to reduce the component count 
ttj improve reliability and make the single-board 68010 
processor subsystem possible. To achieve these goals, we 
decided to im piemen I a bit-mapped system with a custom 
display controller chip. A second custom chip provides 
the color map and video digital-to-analog converter (DAC) 
functions 

A bit-mapped system displays alpha characters on the 
screen using only graphics display techniques. This Is less 
expensive and much more versatile than the traditional 
approach of having separate hardware for texi and graphi 
images. Having evefy pixel on the display directly accessi- 
ble hy the GPU gives the ability to mix lexl and line draw- 
ings on I he same screen, and to have multiple char 



fonts of different sizes and shapes. It also provides the 
raster support needed by window-oriented human inter- 
face programs. 

The color display subsystem block diagram in Fig. 1 
s the architecture of the Series JUL) display Sttl 
lems. The CPU address and data buses are tied to each 
display controller chip, which in turn moves data to and 
from the frame buffers The frame buffer looks like a section 
'! memorj tu the CPU. where each byte corresponds in a 
single pixel on the screen. This architecture allows displays 
from one plane up to eight planes (current implementations 
provide four or six planes] , In a monochrome display only 
one bit of the pixel byte is relevant and a typical color 
display has four planes. In color displays, the parallel video 
i r . i r i i I he display controller chips is run to the color map/ 
video DAC chip. The function of the color map video DAC 
chip is to map the data from the frame buffers into a specific 
color on the screen. The display ROM serves two purposes. 
First, it supplies display characteristics such as initializa- 
tion constants and the number of display planes to the 
system software. Second, it supplies default character fonts 
appropriate for the display. 

Display Controller Chip 
The display controller chip is a custom integrated circuit 



HSYNC 




Fig. 1. Block diagram of color display subsystem for the HP 9000 Series 300 Computers. 
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built with HH's NMOS-IIIB process technology- It provides 
CRT control, frame buffer management, cursor, and bit-BLT 
[fail block transfer] functions for a bit-mapped display. A 
single display controller chip can control a monochrome 
display and multiplechipscan be used for color displays. 

Each of the display controller chips has two ports to the 
processor data bus. The first is a typical IB-bit-word data 
port used for must register accesses. The second is a 2-bil 
port called the pixel port (see the PO and PI pins in Fig, 
1J. Each display controllers pixel port is lied to two differ- 
ent I/O lines on the processor data bus for sensing and 
control. This configuration allows the Series 300 system 
processor to read or write two pixels to up to eight planes 
with only one access. For writes to the frame buffer, each 
controller has a pixel logic section to perform logical oper- 
ations with the incoming data and the existing data in the 
frame buffer. Random pixels can be written to the display 
at 0.5 megapixel s/s. Pixels written in address order will 
approach a rate of 2 megapixels/s. 

Each display controller chip controls its own frame buffer 
independently, but in synchronization with the other con- 
troller chips. Accesses to the frame buffer consist of two 
interleaved cycles. The first cycle is a read that is used 
to refresh the display. The data from the read goes to an 
internal video shift register which 8©ttds video to the color 
map/video DAC chip. All other ai i esses to the frame buffer 
occur during the second cycle. Although a new generation 
of RAMs gets around this interleaving by integrating the 
shift register into the RAM. they w r ere not used in this 
design* primarily because of cost. 

The pixel port also serves as a port Eo single-bit registers 
Inside each display controller chip. This allows the system 
processor to read or write the same single-bit regis! ei oi 
each controller chip in only one access. One of the single-bit 
registers in the controller chip is the frame buffer write 
enable bit. To write pixel values only to certain planes, we 
set the frame buffer write enable bit only on those planes. 

Since the word -wide controller chip registers are at the 
same address for all control \qts, we needed a way to deter- 
mine which controller accepts and fir drives the data on 
the data bus. To write to the word-wide registers only on 
certain planes, we set the register write enable bit on those 
p lanes. This p ro v ides the s of t wa re a very p o w r erf u 1 f ea t u re 
that allows different controller chips to perform different 
functions at the same time. For example, two different win- 
dow moves can take place on two different planes at the 
same time. 

On a word register read, only one display controller i hip 
should be allowed to drive the lfi bits of the data bus sim e 
the same registers in different controllers may have differ- 
ent data. This is accomplished using the register read ena- 
ble bit. The software sets only one of the the read enable 
registers to drive the bus. If the software attempts to enable 
more than one controller for IB-bit reads, a population 
detect circuit in each controller senses that more than one 
of the bits on the data bus is high. This error condition is 
resolved by returning all controllers to their previous state. 

A potential problem with hit-mapped systems is slow 
character scroll speed. A hardware bit-BLT was im- 
plemented to correct this problem. A specified portion ui 
the display is copied to another location on the screen. 



The bit-BLT feature is useful not only for scrolling up large 
sections of the screen, but also for adding new characters 
to the screen, This is accomplished by storing the character 
font in the areas of the frame buffer not displayed on Ihe 
screen. The characters are then quickly moved from the 
off-screen memory to the displayed memory. The bit-BLT 
feature also acts as a powerful graphics primitive, which 
can be useful For area fill, line drawing, icon and cursor 
tracking, and animation. 

Word-wide registers inside the controller chips are set 
up with the source window address, destination window 
address, window height, and window width. We then write 
to a window move enable register through the pixel ports 
to begin the window move on these lei led planes. The data 
moved into the destination window is a function of the 
replacement rule that specifies a Boolean logical function 
between the source and destination windows. The replace- 
ment rule can be source only, NOT source, NOT destination. 
source XOR destination, or another Boolean operation. The 
completion of a window move is flagged by a DONE bil DJ 
by an interrupt to the system processor. The controller chip 
performs window moves at 30 megapixels/s. 

A hardware cursor is supported by the display controller 
chip. The software sets up the position and length of the 
cursor in selected registers of the controller. Correct sub- 
stitution of the cursor for the normal video at the rate at 
which the video leaves the controller is a difficult problem, 
To work around this problem, the frame buffer data on 
each side of the cursor is prefetched during vertical retrace. 
Operations are then performed to combine the cursor with 
the prefetched data. When the time comes to shift out the 
cursor, the manipulated data is substituted for the normal 
data from the first half of the interleaved cycle. 

The display controller chip also provides the signals for 
CRT control. Horizontal and vertical sync signals and a 




Fig. 2. Photograph of custom dtsptay controller chip 
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composite blanking signal can be programmed to drive 
virtually any monitor. 

Display Controller Architecture 

A photograph of the display controller chip is shown In 
Fig. 2. The key components are a 16-bit address stack, a 
32-bit data stack, the main PLA (programmable logic array), 
and the test PLA. The 16-bit address stack is used to calcu- 
late the addresses for frame buffer reads and writes. It also 
contains the majority of the registers directly accessible by 
the system processor, 

The 32-bit data stack primarily contains data going to or 
coining from the frame buffer The display refresh cycle 
described above dumps the data into a shift register on the 
data manipulation stack. A cyclic redundancy check (CRC) 
register on this stack performs a CRC on the video data as 
it is loaded into the shift register. This register can be read 
by the system processor to give very high confidence that 
the display subsystem is functioning properly. Also in the 
data stack are a 32-bil barrel shifter and a logic unit used 
for window move operations. 

The main PLA is the largest section of the chip and 
controls all normal operation of the display controller chip, 
The test PLA and diagnostic interface port allow a (hip 
tester to halt and single-step the chip operations. Tin- 
allow the tester to preset the chip to a certain state. 

Color Map and Video DAC 

The color map/video DAC chip is fabricated using HP's 
NMOS-II1A process technology. It combines a 256-entry 
color map and three eight-bit DACs onto a single integrated 
lit. It can drive a 1024x768-pixel t 60-Hz display with 
video data at approximately H4 MHz. Us RAM can supply 
data at rates up to eight times faster I nan conventional 
NM OS-HI RAM designs. The keys to this eight-fold increase 
in speed are the chip architecture and RAM design, 

The chip contains five major functional blocks: the pro- 
rrssnr interface and control, the video data pipeline, the 
RAM, the DACs, and the test logic. The processor interi.K B 
allows the system processor to read and write the color 
map RAM, inquire about chip and display status, and per- 
form signature analysis on a variety of signals within the 
chip. The chip provides a sal of registers that are mapped 
into the processor's memory address space. The two basic 
types of operations are register accesses, which allow the 
system processor to read and write the address and data 
registers within the chip, and control accesses, which cause 
the chip to perform an internal operation such as reading 
or writing the RAM, The control accesses are the same as 
register writes from the point of view of the system proces- 
sor, except that the data has nu significance. The status 
register can be read to provide information about the inter- 
nal state of the chip. It has bits \\\,\t imli< ate the i urrent 
states of several display timing signals and whether the 
RAM is busy performing a read or write operation. 

Video data is supplied to the chip four pixels at a time. 
This simplifies the display subsystem by reducing the ex- 
ternal clock rate. The chip has 32 video data pads, so each 
ui tin? four pixels can have up lo eight bits Video data from 
the pads is routed fat approximately in MHz in high-reso- 
lution systems) to the input multiplexing and masking 



logic. First, the video data is split into two data streams of 
two pixels each. One stream consists of the first and third 
fodd) pixels, and the other the second and fourth (even] 
pixels. The multiplexing logic then alternately selects the 
pixels in each data stream and passes them to the masking 
logic. This logic provides a programmable mask that can 
be used to select which of the eight bits per pixel are routed 
to the color map RAM. For displays with fewer than eight 
planes, this feature is used to mask off the data bits for 
planes that are not present. It can also be used to disable 
the display of selected frame buffer memory planes. At this 
point, there are two data paths* each passing video data at 
approximately 32 MHz to separate KAMs 

The chip contains two identical 256 x 24-bit dynamic 
RAMs. one for the even pixels (see Fig. 4) and one for the 
odd pixels. This effectively doubles the RAM bandwidth. 
The RAM structure and cells are based on the four-transis- 
tor NMQS4II RAM described by J.W, Wheeler, et ah 1 The 
RAM arrays are arranged as 32 rows by 8 columns for each 
of the 24 bits. The basic clock rate of the color map RAM 
is approximately twice that of the RAM described by 
Wheeler for the HP 9000 Series 500 Computers [32 MHz 
versus 18 MHz), which again doubles the effective RAM 
bandwidth. 

The operation of the color map RAM is very similar to 
the operation of the memory array of the Series 500 RAM. 
The hasii memory cycle is four clock phases (two clock 
cycles). The first phase precharges the RAM array and the 
sense amplifier. During the second phase the row and col- 
umn selects are driven and the cell data is driven to the 
sense amplifier. During the third phase the sense amplifier 
is disconnected from the array and allowed Lo stabilize, 
and during the fourth phase the output data is driven from 
the sense amplifier. To increase the bandwidth, two sense 
amplifiers <ut' used, and the RAM cycle is pipelined so 

(continue*! on pacje 21) 




Fig. 3. Photograph of the color map/vtdeo DAC chip. 
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Display Custom IC Design Methodology 



The display logic subsystem was targeted for significant price/ 

performance improvements early in the definition of the Serres 
300 workstations Previous HP workstations used two printed 
circuit boards with over 200 components to implement the display 
iog»c Early estimates were thai a custom display controller chip 
could provide the equivalent logic with less than 20 components 
for one quarter of the cost, while also reducing power consump- 
tion and improving reliability. 

The architecture of the display controller chip dictated the 
design of several special logic circuits These circuits include a 
logic unit, an adder, a bit field extractor, a comparator for greater - 
than-or-equaL and a video shift register The high-speed require- 
ments for these circuits led to the selection of HP's custom VLSI 
NMOS-IH process ] '■' i The des?gn methodology used was an 
enhanced version of that used for the design of the NMOS-IH 
ICs for the HP 9000 Series 500 Computers The tools used feature 
hierarchical design and layout, ana run on HP 9000 Series 200 
and Series 500 workstations with HP's Shared Resource Manage- 
ment (SRM) system. The methodology was developed to produce 
fully functional parts on the first pass, a goal that was achieved 
for the display controller chip. 

A major feature of the design methodology is a transistor-level 
logic simulator which ultimately was used to verify the functionality 
of the entire chip. Proper logic functioning and sequencing were 
verified with the enure chip described at the transistor level. The 
simulator, called LISiM, simulates the transistors as unidirectional 
and bidirectional switches LISIM uses two states (zero and one) 
and 63 sirengths to resolve conflicts between multiple driving 
transrstors. It solves the charge sharing problem on circuits driven 
by precharged buses by assuming that, when the strength is 
zero (no active drivers), ones have a higher strength than zeros. 
This results from our methodology in which zeros are always 
actively driven while buses may be precharged to one and al- 
lowed to fioat LISIM was able to simulate the entire 77 OOO-tmn- 
sistor design on a Model 236CU Pascal workstation with two 
megabytes of memory at 19 seconds per input vector 

The LISIM transistor-level simulator allowed the design team 
to go directly from an algorithmic design to transistor- level 
schematics (for those cells not already in the NMOS-lll library), 
bypassing the need to create and verity a togtc-gate-ievel de- 
scription. LISIM also made ft possible to use the test vectors 
developed during logical design on the net list that was extracted 
directly from the physical artwork. 

The sequencing and logic operation of the display controller 
chip are controlled by a programmable logic array (PLA). The 
PLA was specified m a Pascat-Nke program. This program was 
then compiled using a program called QuickPLA that produced 
optimized logic equations These PLA equations, along with test 
vectors, were used to simulate the logical operation of the chip. 
They were also used, along with a signal order list as input for 
the PLA moduie generator. This program generated optimized 
artwork directly from tog?c equations in approximately two hours. 
Several iterations, including whole chip simulations, were re- 
quired before the final PLA artwork was produced. Nevertheless, 
several months were saved by using the PLA generator 

The remainder of the chip is partitioned into blocks that the 
PLA controls These blocks were designed using an imhouse 
schematic capture package called SOP Beside schematic cap- 
ture SCIP features a schematic evaluator that outputs a FET list 
and a netlist, which it formats for both the HP Spice analog circuit 
simulator and for the LlSfM digital logcc simulator. Once each 
b*ock s logic design functioned correctly within the chip simula- 
tion, the transistor sizes were chosen for speed, zero level, and 



power and then simulated using HP Spice. 

Once the log-c design was done, the physical design (artwork) 
was next, This was simpMied by using stretchable cells and FET 
primitives. After the initial layout was done, the artwork was sub- 
mitted to the hierarchical artwork system for design rule checking 4 
netlist and component evaluation, and encapsulation Encapsu- 
lation hides design details not relevant to higher-level blocks, so 
the designer sees the encapsulated block as simply an outline 
with bristles for its ports. This makes higher-level composition, 
design rule checking, and encapsulation a much faster process 
sincethe design rules need only be checked at block boundaries 

The chip floor plan was manually generated, taking Into ac- 
count optima* pad positions for signals as well as multiple power 
and ground pads. The clock and test pads were constrained by 
the methodology to occupy standard pad positions to ease test- 
ing. The power supply routing was modeled with current sources 
and resistors representing the current drawn by the ceils and 
the size of the metal power anes routed between them. Then the 
routing model was simulated using HP Spsce. The PLA and the 
routing channels between it and the register stacks on either 
side were automatically generated within the form factor con- 
straints of the floor plan. While the PLA routing was not 100% 
complete, the router did save us many hours of manual editing 

hherachical netiists described by a block description language 
were generated from both schematics and artwork These netiists 
were automatically compared at each level of the hierarchy 
These comparisons were sufficient to find all errors in intercesl 
connections, iogic implementation, and FETsizes within manually 
generated cells. Some of the cells with automatically generated 
artwork (such as the PLA) created simplified netiists for rnitial 
functional simulation that did not exactly match the extracted 
artwork. These cells were, however, verified by the final LlSfM 
Simulation using the actual artwork 

rhe LISIM simulator was rerun to verify the tools just before 
mask release on the netlist extracted from the artwork in future 
designs this step could be omitted since all of the artwork has 
already been compared automatical iy with the corresponding 
logical schematic 

The custom Series 300 display controller chip does not use 
special circuitry for testing its data path cells. All cells with access 
to the matn data buses are loaded from and dumped to a scan- 
nable register in the test section of Ihe chip. The inputs and 
outputs ol the PLA are made scannable so that the PLA itself 
can be tested and can control all of the register load and dump 
signals This allows control and observation of the entire data 
path without additional circuitry, The pads were also made scan- 
nable so they can be completely tested from the serial test port 
without requiring an expensive high-speed tester. The pad scan 
parh also made it possible to test the first-pass chips with the 
same vectors used during the design simulation. This was ac- 
complished by scanning them into the pads serially and then 
single-stepping the chip. 
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that during phase three, the array is again precharged to 
begin another RAM cycle using the second sense amplifier, 
e screen refresh is performed continuously, this allows 
the RAM to provide a new data word each clock cycle (32 
MHz | This increases RAM bandwidth by an additional 
factor of two. *o tht> total color map RAM throughput is 
approximately eight times the throughput of the Series 500 
RAM. 

The outputs of the even and odd RAMs are alternately 
led and routed to the DACs. The RAMs also have 
refresh counters and control logic. Refresh occurs automat- 
ically during retrace when no video is bein^ generated. 
When the processor p T read or writt n the 

color map, the address and data are latched until the next 
retrace, when the cycle is performed. Since an access can 
occur during each horizontal retrace, it is possible to update 
the entire color map in one screen refresh period. 

The 24 bits of RAM output are distributed to three DACs 
in the Series 300. One DAC is used for each of the primary 
Colors I red, green, and blue). Each DAC has eight bits of 
resolution, so the display has 16 million possible display- 
colors. Each DAC has 255 current-steering transistor 
pairs for driving the video levels and 28 pairs for driving 
the blank level* The transistor pairs are built up in slices 
of eight for a single input bit T and the slices are combined 
Into ii Stack with Ihe slices arranged so thai the tiau- 
pairs for the higher-order bits are distributed within the 
array to minimize the effects of process variations. Refer- 
ence i nnvnt generators are distributed through the DAC 
arrav Tfce generators are ca I i bniled by on external reference 
current supplied to the chip. 

The chip DAC outputs are guaranteed to be monotonia 
which means that for any two input values, the output 
current for the larger input will not be less than the current 
for the smaller input value. The linearity specification for 
each of the DACs requires the output current for a given 



input value to be within ±2.5% of the ideal current for 
thai value. Tracking measures the difference between the 
output currents of two different DACs on the same chip 
when both have the same input, and is specified to be 
: any two DACs on the same chip. 

Testing can be a problem for VLSI circuits, so the color 
map video DAC chip incorporates some additional features 
to provide testability. One is a signature analysis capability 
with an input multiplexer that allows signatures to be taken 
on a number of different internal signals. The signals that 
can be tested include all of the input data bits and ail of 
AM output bits. The input data bit signature can be 
used to verify correct operation of the input data path from 
the input pads through the mask and multiplexing logic, 
as well as the integrity of the data stream from the frame 
buffer. The RAM output signatures can be used to test each 
individual bit of ihe RAM. 

The color map video DAC chip also incorporates a serial 
diagnostic port similar to the one used in the custom CPU 
for the HP 9000 Series 500 Computers^ but uses only four 
pads on the chip [input data, output datct, enable, and d,\U\ 
strobe). This version of the diagnostic interface port was 
designed for the color map video DAC chip and the same 
design and its descendants have been used in a number of 
other HP chips, including the display controller chip, The 
diagnostic interface port can be used to scan values into 
any of the internal I/O registers, and to execute commands 
that simulate all the normal chip functions and several 
purely diagnostic functions. 
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Software Compatibility for Series 200 and 
Series 300 Computers 

Several software obstacles exist for the Series 200 user who 
wants to move to HP's new family of modular workstations, 
the HP 9000 Series 300, This article identifies these 
obstacles and describes the features of BASIC 4,0 (the 
latest release of HP's enhanced version of the BASIC 
language system) designed to overcome them. 

by Rosemarie Palombo 



PRESERVING THEIR INVESTMENT in software is a 
primary concern of most computer users. They also 
want the flexibility to migrate to new more powerful 
computer systems and take their software with them. As 
the installed base of HP 9000 users grows, it is imperative 
that these needs be addressed. 

Our main compatibility goal is to preserve the software 
investment of our customers by giving them the ability to 
run their existing software, without change, on state-of-the- 
art hardware, In addition, compatibility should be achieved 
without giving up any of the functionality of the new com- 
puter system and should extend throughout the entire fam- 
ily of workstations. 

Hardware Differences 

The Series 300 family of computers differs from its pre- 
decessor, the Series 200 family- primarily because the op- 
portunity was taken during the development of the Series 
300 to incorporate new technology into the existing line 
of HP 9000 Computers. The new hardware design resulted 
in some differences in machine characteristics between the 
two families of workstations. These differences are: 

■ Series 300 displays have bit- mapped planes with com- 
bined alpha and graphics. The Series 200 family has 
separate alpha and graphics planes, 

• Some Series 200 alphanumeric: highlights are missing 
from Series 300 displays, Gone are blinking mode (except 
for the alpha cursor] and half-bright intensity. 

■ The new Series 300 displays have different graphics reso- 
lutions. For example, on a Series 300. medium-resolu- 
tion graphics displays have 512 horizontal by 400 verti- 
cal graphics pixels, whereas many of the Series 200 



graphics displays have a resolution of 512 by 390 pixels. 

■ The new Series 300 displays have different alpha- 
mi merit: and graphics hardware addresses. 

a The Series 300 color map is different from that of the 
earlier Model 23GC Computer, in that the Series 300 
color map is used for alpha as w T ell as graphics. 

• Series 300 computers do not have a built-in ID PROM 
for software security. However, an equivalent feature is 
provided by an optional HP-HIL device — the HP 46084 A 
ID Module (see article on page 4). 

» Two new T processor boards are available with the Series 
300, One contains a 10-MHz T 32-bit MC68010 micropro- 
cessor and the other, a high-performance board, contains 
a 16-MHz, 32-bit MC68020 microprocessor with a new 
internal instruction cache, a different on-board external 
cache memory, and an MC68881 floating-point arithme- 
tic coprocessor. This difference doesn't affect software 
portability, but some changes may be required to achieve 
specific performance goals, 

■ The serial RS-232-C/V,24 I/O interface on the Series 300 
differs from the serial I/O interfaces of the Series 200 
Computers in that the Series 300 interface has no 
hardware configuration switches, 

The HP-HIL keyboard differs from Series 200 keyboards, 
except for the Model 217 and Model 237 Computers. 

BASIC Language 

The Series 200 BASIC Language system was first intro- 
duced in 1981 concurrently with the HP 9826 Computer, 
It is a language well-suited for a wide range of instrument 
control applications, computer-aided design needs, and 
general compulation. 
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Series 200 BASIC gained popularity for many reasons. 
Among them are its enhanced 1 O capabilities, easy-to-use 
program development environment structured program- 
ming features, and interactive, friendly human interface 
complete with knob [rotary pulse generator), softkeys, and 
softkey labels. 

HP has continually added BASIC support for new mem- 
bers of the Series 200 family. HFs version of BASIC has 
been revised several times to support new hardware and 
provide additional software capabilities. In every case, sup- 
port of older hardware was retained. Eventually, the gap 
created by the dissimilar hardware systems had widened 
enough {because of new state-of-the-art technology) to war- 
iiie development of an entirely new family of HP 9000 
Computers — the Series 300. Maintaining software com- 
patibility presented a challenge for the developers of BASIC 
4.0. This latest release of BASIC provides support for this 
new family of HP 9000 Computers and adds several new 
human interface capabilities, some designed especially 
with software compatibility as their goal. 

Display 

One area of change imposed by the Series 300 is the 



display technology. The integrated alpha and graphics dis- 
plays of the Series 300 are produced by bit-mapping 
hardware and normally cannot be independently toggled. 
The Series 200 implementations have separate graphics 
and alpha screens where the graphics screen is bit-mapped 
and the alpha screen is produced by character-generation 
hardware. This makes it possible to turn the Series 200 
alpha and graphics screens off and on independently- For 
many Series 200 users, the use of the separate ALPHA and 
GRAPHICS commands to turn the alpha or graphics disf 
on or off are fundamentally natural acts. A solution was 
needed that would allow Series 200 BASIC software that 
uses these features to run on the new Series 300 hardware. 

One response to this need is the HP 98546A Display 
Compatibility Interface. This display Interface provides 
Series 300 users with the separate alpha and graphics capa- 
bility of Series 200 computers [except the Model 237, which 
has a bit-mapped display like the Series 300). The design 
of the HP 98546A is similar to that of the HP 982Q4B video 
board set for the Model 217 Computer, with the addition 
of an electronic video switch to allow switching between 
this Series 300 video board and perhaps another Series 300 
video board. The switch is controlled by a register on the 



1 


I I 


1 1 




1 


1 1 





' » ■ I ■ ■ I 

I I I I I ■ » 




mi- ■ i" ■ i i i' ■- r-n r 



MINIMUM 1 


ST 1 




1 1 I 1 -II II 1 II 1 








i i r i mi 






,« 


ii' ■ ^ "i-ii- 


4 






^ 


▼ 


► 









1 l l l 




E~r 


p 






] 


I 5 1 6 * 




ill 




LLU'L 


i 




















EC 




IT 




Y ' 




ri 











Fig. 1. The HP 9B203B (top) and HP 46020 A (HP-HtL, bottom) keyboard layouts 
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board and can be activated by a software write. This will 
shut down the current signal to the monitor and switch to 
the other video signal- The HP 9854bA has the same alpha- 
numeric and graphics characteristics as the HP 98204B. 
Therefore, any Series 200 program tli.it is display-compat- 
ible with the HP 98204B will run on a Series 300 with the 
HP 98546A Interface and an appropriate monitor. 

Any Series 300 Computer can be configured with fhe HP 
98546A Interface. It can be the only video board present 
or it can be used in conjunction with any other Series 300 
video board, medium- or high-resolution, monochrome or 
color. In the case where the Series 300 Computer contains 
both the HP 98546A and a high-resolution video board, 
two separ&le monitors are required. Use of the HP 98546A 
does not restrict the functionality of the Series 300 in any 
u-LY, nor does it require any program changes. A limitation 
of this solution is thai the HP 98546A only drives a mono- 
chrome display. 

BASIC 4,0 supports the HP 98546A Interface and pro- 
vides an easy way to select display boards whenever the 
HP 9854ft A and a Series MOO bit -mapped display board are 
present. The execution of a single CONTROL statement 
selects the specified display, The BASIC 4,0 system per- 
forms all the tasks required to switch displays and initialize 
alpha and graphics on the new display to the power-on 
defaults, 

Some members of the BASIC 4.0 development team in- 
vestigated another solution to the display compatibility 
problem. Was there any way that separate alpha and graph- 
ics could be provided on bit-mapped hardware by the sys- 
tem software itself? If so, this would eliminate the need 
for an HP 98546A Interface- The answer is that in some cases 
H is possible to simulate this behavior. Thus, another com- 
patibility alternative for applications software that depends 
on the ability to manipulate separate alpha and graphics 
planes evolved and was designed into BASIC 4*0, 

With multiplane displays it is possible to designate some 
planes for alpha and the remaining planes for graphics and 
subsequently perform alpha-only or graphics-only opera- 
tions. The display controllers of the Series 300 color video 
boards allow selective plane read/write enable. There are 
plane control registers in which each bit controls its respec- 
tive plane. By enabling and disabling planes properly, the 



functionality of separate alpha and graphics planes can be 
emulated- 

Using this information, the BASIC 4.0 learn decided to 
add a new feature that provides the ability to specify whi< fi 
planes to w rite-enable for alpha and which planes to write- 
enable for graphics* The graphics write-enable mask, ac- 
cessed through the GESCAPE statement, indicates the frame 
buffer planes to be written to by graphics operations, and 
a CONTROL statement is used to designate the alpha planes 
(set the alpha write-enable mask]. 

With a four-plane color display we can designate planes 
1, 2 T and 3 for graphics and plane 4 for alpha, This provides 
only eight pure graphics colors, instead of 16, and a single 
alpha color. Restricting the number of planes that are write- 
enabled for alpha or graphics to less than the total number 
available will also restrict the number of color map pens 
available for use. 

On bit-mapped color display hardware, this emulation 
gives many of the capabilities of a separate alpha and 
graphics system, including: 

■ Turning alpha and graphics off and on independently 
§ Dumping graphics without embedded alpha 

■ Independent scrolling of alpha and graphics, 

This compatibility solution requires no source program 
changes since the appropriate masks can be set by a short 
configuration program, 

Keyboard 

When the Model 217 and Model 237 Computers were 
introduced, so was a new human interface, the HP-H1L 
(Hewlett-Packard Human Interface Loop), which included 
a new keyboard. This keyboard is used by the Series 300 
and is different from the HP 98203A/B keyboards used by 
earlier Series 200 machines. The major differences between 
the HP 98203A/B keyboards and the HP-HIL keyboard axe 
the number and layout of user and system function keys 
and the location of the rotary control knob. The number and 
size of the screen labels for typing aids are also different. 

The HP-HIL keyboard has eight physical user function 
keys, labeled fi through f6, while the HP 98203B keyboard 
has ten such keys, labeled kO through k9 and the HP 98203 A 
keyboard has only five function keys [see Fig, 1} + Although 
the HP-HIL keyboard has fewer physical function keys, it 





Fig. 2. The HP-HIL system menu 
of keys (top) and default typing- 
aid labels (bottom) 
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has more functionality than the HP 98203B keyboard. This 
is because BASIC 4.0 and BASIC 3,0 provide one menu of 
system keys and three menus of user definitions for the 
eight physical function keys, giving 24 user-definable keys 
compared to 20 such keys on the HP 98203 B. 

There are several keys on the HP 98203B keyboards, such 
as STEP and CONTINUE, that are not among the keycap labels 
of HP-HIL keyboards. These functions no longer have dedi- 
cated keys, but BASIC 4.0 makes these functions available 
in the system menu at all times (see Fig. 2), Other system 
key functions, such as ALPHA and RECALL, are available 
through dedicated but unlabeled keys (RECALL is also avail- 
able in the system menu). A keyboard overlay was designed 
for BASIC users with HP-H1L keyboards to identify un- 
labeled keys, system menu keys, and some details of the 
HP 98203B keyboard compatibility mode (see Fig. 3), 

A keyboard compatibility mode for BASIC 4.0 emulates 
some of the missing features of the HP 98203B keyboard 
when using an HP-HIL keyboard. This mode provides i 
convenient way of porting Series 200 programs to Series 
3UU machines withooi modifying the source program. In 
particular, it was designed to provide compatibility for 
Series 200 programs that were written for ten user function 
keys and their corresponding keylabel display When a 
nonzero value is written to keyboard control register 15. 
keyboard compatibility mode is enabled. The HP-HIL func- 
tion key row oow acts as HP 9 8203 B keys kO through k9 
with the HP-HIL Menu key acting as k4 and the HP-HIL 
System key acting as k5. Similarly, the HP 98203B softkeys 
kio through k19 are accessed by pressing the HP-HIL Shift 
key with the appropriate redefined function key- In this 
mode there \s onu mw oi keylabels Eoi Efee dispLn K.it.h 
hit ml (an contain a maximum of 14 characters and ts format- 
ted into two rows of seven characters each. If a label con- 
tains more than seven characters, it is wrapped around to 
the second row of characters (see Fig. 4], This softkey label 
format was chosen because it corresponds closely to the 
function key layout on the HP-HIL keyboard and it was 
the first choice of our human factors consultant, lab en- 
gineers, and customers who used it during development. 

To emulate the IIP 98203B keyboard and its softkey be- 
havior Fully, only three statements need to be executed to 



configure the keyboard and keylabel display. In this mode, 
the HP-HIL system menu of functions is available when 
the System key is pressed along with the Extend char key. 
This is documented on the new keyboard overlay. 

However, keyboard compatibility mode is not as effective 
as we would like because: 

■ Displayed keylabeb may be different since the length 
and format of the labels are not strictly identical to the 
HP 98203B version. 

■ Certain keycodes are not available on an HP-HIL 
keyboard, and therefore the corresponding keystrokes 
cannot be trapped. 

■ The HP 98203 B system keys [for example. RUN] require 
two HP-HIL keystrokes, that is, Extend char with one of 
the function keys. 

■ The rotary control knob is not on the HP-HIL keyboard. 
However, it is available as a separate input device, the 
HP 46083A HP-HIL Knob. 

Serial Interfaces 

Another problem exists because the Series 300 features 
a built-in RS-232-C/V.24 serial interface that differs slightly 
from some of its Series 200 counterparts. Since the goal 
was to provide a low-cost interface in the Series 300. there 
are no hardware configuration swatches for select code, 
interrupt level, baud rate, and line control parameters. If 
a Series 200 program depends on serial interface configura- 
tions as set by hardware switches, some software configura- 
tion Is required lo run the program OH a Series 300. 

To work around this difference. BASIC 4,0 sets default 
values for the baud rate and line control parameters and 
allows the user to change these defaults, thereby emulating 
the hardware switches. The select code and interrupt level 
are hard-wired to specific values and canool he software 
controlled. During power-up, the BASIC 4.0 system sets 
defaults for IIihso values, [f a program expects values other 
Hi an the defaults, they can tie set by keyboard execution, 
a fiori configuration program, or the AUTOST routine by 
writing to the appropriate control registers (13 and 14]. 
Only the cycling of power or writing specifically to these 
registers will change these values. 

This compatibility solution requires no source code 
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SEPTEMBER t9Se HEWLETT- PACKARD JOUfiNAl 25 



)Copr. 1949-1998 Hewlett-Packard Co. 



ues. Another set of registers (3 and 4] is used to main- 
tain the current values of these parameters, which can differ 
at any time from the default values, The current values can 
be changed by writing specifically to the appropriate con- 
trol registers. However, if the interface is reset with a 
SCRATCH A statement, the values in these registers are re- 
stored to the default values stored- 

Security 

Many models of the Series 200 have a built-in ID PROM, 
which allows software security encoding. An equivalent 
feature is provided for Series 300 Computers by an optional 
HP-HIL device, the HP 46084A ID Module. This seen r My 
module plugs into the HP-HIL interface card in every Series 
300 Computer. 

The ID Module returns a unique character string that 
contains its product number and serial number in a densely 
packed format. The ID Module is compatible with code 
that expects an 11) PKOM. but the character string returned 
by the SYSTEMS( SERIAL NUMBER") function is not in the 
same form as I Hal returned by Scries 200 ID PROMS, There- 
fore, some string manipulation is required to obtain a 
human readable form. This requires additional statements 
to be added to any Series 200 code I hal reads the ID Module 
for use on the Series 300. The required statements are in- 
cluded in the BASIC 4.0 documentation to make this an 
easy transition for users. 

Limitations 

As with any solution to a challenging problem, there are 
trade-offs to be made, Certain machine characteristics were 
impossible to duplicate. These incompatibilities are con- 
fined to the following areas: 

Series 200 Programs that strictly depend on the presence 
of an ID PROM will not work without some source code 
changes. 
■ BASIC 3. OX CSUBs [compiled subprograms) must be re- 
generated using the BASIC 4,0 Compiler Subprogram 
L 'Ml it ies and the Pascal 3,0 or 3.1 language system, since 



the entry points to the BASIC system have changed. This 
has been true lor every major revision of BASIC, 
B Programs thai depend on kevcodes thai cannot be gener- 
ated by cither [he HP-HIL keyboard or the HP 98203B 
emulation mode (e.g., the HP 98203B EDIT and EXECUTE 
keys) will require changes. 

Programs that expect an I/O select code other than 9, or 
an interrupt level other than 5 for the built-in RS-232-C/ 
V.24 serial interface will require changes. 
The BASIC 4.0 development team reviewed these incom- 
patibilities and found that a hardware or operating system 
solution was not feasible. The only viable solution for these 
problems was to document their likelihood for occurrence 
and, where appropriate 1 to specify the source changes re- 
quired. Hence T a set of compatibility and porting docu- 
ments was developed to assist customers in dealing with 
compatibility issues. 

Pascal Workstation 

BASIC Es not I he only HP 9000 language system that 
incorporated Series 200 compatibility support into its latesl 
release. The Series 200 Pascal Workstation had identical 
overall goals and used similar techniques to meet the chal- 
lenges of providing software compatibility If) its customers. 
These include support of the HP 9854 HA Display Compati- 
bility Interface with display selection at hoot time, software 
emulation of the RS-232-G/V.24 hardware configuration 
switches, documentation, and verification. 

Pascal 3.1 also provides support for the two new proces- 
sor boards. Unlike BASIC, Pascal programs must work with 
the HP-HIL keyboard. There is no HP 98203B keyboard 
emulation mode available. 

Verification 

If I he objective is compatibility, then success can be mea- 
sured by determining how easy it is to run Series 200 pro- 
grams on a Series 300 Computer. Consequently, we looked 
at the results of running Series 200 application programs, 
A suite of BASIC and Pascal application packages was as- 
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sernbled and used to lesl the various compatibility solu- 
tions. This group of programs included Hewlett-Packard 
software packages from several different divisions. These 
programs were augmented by the applications of third- 
party software developers who were interested in observing 
the performance of their software running in compatibility 
mode. The test suite was run on both the Model 310 and 
the Model 320. 

In addition to testing functions lily 1 the test suite also 
identified porting problems which were subsequently re- 
solved by the team or documented for user correction. The 
HP 98546A Display Compatibility Interface provided the 
required functionality for all of the application programs 
with which it was tested. The HP 98203B keyboard emula- 
tion mode provided compatibility for the test suite with 
limitations as previously noted in the keyboard section 
of this article, Testing of the separate alpha and graphics 
emulation mode identified source code problems that were 
limited to incorrectly specified device selectors in PLOTTER 



IS... statements. Verification of the other compatibility 
features demonstrated that we had achieved the desired 
functionality, 
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Implementing a Worldwide Electronic Mail 
System 

This paper reports Hewlett-Packard's experiences in the 
internal implementation of HP's own electronic mail system 
product, HP DeskManager, Prospective implementers of 
electronic mail systems can use this information to increase 
their likelihood of success. 

by Luis Hurtado-Sanchez, Amy Tada Mueller, Robert A. Adams, Kristy Ward Swenson, and Rebecca 

A. Da hi berg 



A BRIEF REVIEW of the current literature on elec- 
tronic mail (EM) implementation shows a scarcity 
of material on this topic. In addition, many of the 
existing papers focus on pilot projects, small-scale im- 
plementation of EM systems, or both. This paper will con- 
centrate on HP's large-scale [worldwide) implementation 
of its own KM system product, HP DeskManager (HP Desk], 
in which the initial or pilot project is but a small compo- 
nent. 

The EM capabilities of HP Desk are its most important 
features, and this paper concentrates on their deployment 
throughout the Hewlett-Packard Company, However. HP 
Desk does much more than provide EM. It also provides 
the user with a set of tightly integrated fundamental office 
facilities. These include word processing, personal filing, 
and time management. 

This paper aims to do three things. First, it sketches a 
generalized strategic framework for EM implementation 
suitable for use by most any type of organization, manufac- 
turing or service, private or governmental, commercial or 
nonprofit, Second, within the limned framework, it pro- 
vides direct and specific tactical advice to address the tech- 
nical, operational, training, and support challenges that 
crop up in implementing an EM system. Third, it points 
out potential pitfalls and how to avoid them to ensure a 
successful project. 

The paper is divided mto five major sections. This first 
section addresses the history of messaging systems at HP 
and cost justification issues. It provides a background for 
understanding the development of the rest of the HP Desk 
implementation strategy within HP. It also illuminates cost- 
justifying projects, such as EM implementation, that do not 
have easily quantifiable favorable financial impacts on an 
organization. 

The second section addresses developing and imple- 
menting a messaging strategy to cover the entire organiza- 
tion. It provides guidance on issues that affect the im- 
plementation of HP Desk across separate geographical en- 
tities in an organization, whether divisions or regions. 
These issues include: 1) data communications and net- 
working choices, 2) project and milestone planning, and 
3) management support. The next section addresses the 
interfacing of HP Desk with other EM systems and with 



diverse data communications networks. It is slightly more 
technical than the preceding two, 

The fourth section discusses the types of training and 
support needed across the organization, These include both 
user training and support (how to use the product and take 
advantage of its many features] and technical training and 
support for personnel in charge of supporting the entities' 
local HP Desk networks (with regard to registered user 
directory updates, security guidelines, corrupt data base 
recovery t etc). The fifth section addresses the day-to-day 
running of HP Desk at a particular entity. It offers guidance 
on such topics as mtraentily networking, the choice be- 
tween a distributed and a centralized data base, and stan- 
dards and conventions to facilitate the smooth operation 
of an entity's local HP Desk network, 

Earlier Messaging Capabilities within HP 

Before undertaking the implementation of HP Desk on a 
massive scale, HP had a lot of experience in implementing 
and using other, much less sophisticated messaging sys- 
tems. Knowledge of this history facilitates the understand- 
ing of the background processes that helped HP succeed 
with HP Desk. 

Through the late 1960s, HP used almost entirely commer- 
cial TWX networks to transmit its business data, including 
administrative messages, Volume and cost considerations 
led to HP's designing and implementing its own private 
and internal (not available to customers) data communica- 
tions network in the early 197U.S, using the HP 21 xx line 
of computers. This network, known as COM3 YS' ROUTS, 
also included basic messaging and distribution list 
facilities, COMS89. MEMO, which were used in two major 
ways. First t some individual users had direct access to 
these facilities through a direct terminal connection to the 
COMSYS/ROUTS computer. Second, almost all entities es- 
tablished keyboarding departments which entered mes- 
sages from written user copy into the computer for those 
users who did not have a direct terminal connection to it. 
Messages entered into the COMSYS/ROUTS network were 
printed at the receiving entity and then distributed through 
the mail room, as was all outside mail. 

During this time, HP personnel were getting accustomed 
to sending and receiving messages anywhere in HP with 
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two to three days delivery time. Approximately 15% of the 
network volume was devoted to such administrative mes- 
sages (a total volume of ID. 4 billion characters was trans- 
mitted through the network in 1975, MA billion in 1980). 
The concept of a simplified, but not simple, messaging 
system was born t and was well on its way to being accepted 
as part of the normal way of doing business. 

During the late 1970s, the HP 3000 was becoming 
main business data processing computer within HP. A 
number of small projects sprouted in Corporate Information 
Systems (OS) to investigate the feasibility of using the 
company's large base of business computers to increase 
productivity through office automation (OA) utilities. As 
a result of the favorable results of these few first pioneer 
projects, the Office Utilities Group (OUG) was officially 
started in late 1977, [Located in HP's Corporate Offices in 
Palo Alto. California, both CIS and OUG served only inter- 
nal needs,) One of the first projects of OUG was to put on 
the HP 3000 similar messaging and distribution list capa- 
bilities to what already existed on COMSYS/ROUTS, and 
this was achieved in 197S through a utility called CQM- 
GRAMS/3000. In fact, COMGRAMS/3000 made use of the 
COMSYS/ROUTS network for distributing its messages 
throughout HP. Messages entered through it would still be 
printed at the receiving entity and delivered through the 
mail room, as were messages entered through COMS89/ 
MEMO. 

CQMGRAMS/300G brought message entering and distri- 
bution list maintenance to thousands of users throughout 
HP. It made them comfortable with such activities. It al- 
lowed them to learn and experience first-hand I he many 
benefits of even a simplified messaging system with ex- 
tremely limited editing capabilities and lacking integration 
with other OA facilities, such as text processing, graphics > 
and spreadsheets. 

The success of COMGRAMS/3000 led OUG to work on 
NORMAN, a simplified EM system. Unlike the basic mes- 
saging systems (terminal to paper) already discussed 
(COMS89/MEMO and COMGRAMS/3000). NORMAN al- 
lowed the user both to send and to receive messages (termi- 
nal to terminal]. It also offered other functions, such as 
saving and purging messages, all within an entity's local 
HP 3000 network in which all the computers were intercon- 
nected through hardwired links to the central or master 
computer where NORMAN's data base resided. Implemen- 
tation of NORMAN began in 1981 in a small number of 
entities throughout HP, Although it proved to be short- 
lived, NORMAN brought the first taste of EM. though lim- 
ited, to many users throughout HP, 

NORMAN proved In be short-lived because in 1982 HP 
introduced HP Desk (then known as HP Mail 1 ), a full-capa- 
bility, store-and-forward EM system. HP Desk is an HP 
3000-based product, available to customers, produced by 



the Office Productivity Division in Wokingham, England, 
It is a superset of NORMAN, both in terms of user functions 
(handling both messages and files as well as several levels 
of acknowledgments) and in its ability to handle multiple 
HP 3000s and destinations. Besides possessing capabilities 
superior to those of the other in-house systems, HP Desk 
is an HP product, and implementing and using it internally 
allowed for the transfer of the knowledge gained in the 
process to the product division (the "next-bench syn- 
drome"), subsequently leading to a better product. The 
decision was thus made in mid-1 962 to converge ail current 
development and implementation efforts by OUG in the 
messaging and EM areas towards the implementation of 
HP Desk internally. 

Fig. 1 illustrates the evolution of the use of the various 
messaging systems within HP* 

Justifying Electronic Mail 

Even more than for most other OA facilities (text process- 
ing, graphics, spreadsheets, etc), it is hard to quantify the 
benefits of EM use enough to prepare such traditional finan- 
cial analyses as rate of return on investment, payback 
period, etc. This makes it hard to cost- justify such facilities 
strictly on the basis of financial benefits, As an alternative, 
admittedly less quantifiable benefits are employed to jus- 
tify EM implementation. These include less travel, fewer 
meetings, reduced telephone tag t and more timely and ef- 
fective communications — some of these benefits less tangi- 
ble than others. 

The task of cost justification is made easier the greater 
the organization's experience with any kind of messaging 
system. Such was the case at HP. Previous use of COMS89/ 
MEMO, COMGRAMS/3000. and NORMAN had resulted in 
a relatively large percentage of HP personnel, perhaps as 
large as 15%, who were accustomed to entering their own 
brief messages through workstations [personal office com- 
puters or terminals) for delivery on paper elsewhere within 
HP. Such broad previous experience meant that mosi uf 
these users already had the necessary equipment to use HP 
Desk, equipment they had purchased for other reasons and 
for which messaging was B value-added capability. The 
hurdle of purchase of new equipment necessary for large- 
scale HP Desk implementation was minimal to nonexistent 
for HP. II also meant that resistance among the user commu- 
nity would be relatively low, Users were already familiar 
with the capabilities of simplified messaging and EM sys- 
tems, accustomed to using them. and. from their experi- 
ence, sold on their benefits. However, the dual challenge 
existed first of converting the large base of users to a new, 
more sophisticated system, more complex to administer, 
and then of building upon that base. 

For most organizations, there is an evolutionary process 
til go through with regard to EM cost justification, similar 
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Fig. 1 . Evolution of HP's internal 
messaging capabilities. 



SEPTEMBER 19S6 HEWLETT- PACKARD JOURNAL 31 



)Copr. 1949-1998 Hewlett-Packard Co. 



to what HP itself went through with HP Desk. At the outsat, 
as one or more pilot projects get started, it is imperative 
that they be funded on an organization- wide basis, without 
making a particular group or individual pay for it through 
one department's budget. The project must be nurtured 
through its first stages as users are brought on board: 
trained, supported in their initial struggles, and allowed 
to experience personally the many benefits of EM. For or- 
ganizations without any previous experience with messag- 
ing and EM systems, pilot projects are extremely important. 
They can, and must T provide the vital rockbed of knowl- 
edgeable, satisfied users upon which continued, success- 
ful, large-scale implementation depends 

Later, individual users can be charged for the workstation 
and computer resources they use, and entities might be 
allocated a flat or prorated {by volume] share of the con- 
comitant data communications and support costs. Users 
who believe they benefit from EM would have to conclude, 
on the basis of their own experience, that they gain enough 
from using EM to justify replacing other items in their 
financial targets with the expenses related to EM use- If 
the implementation has been successful, there will be a 
moderate, or even minimal, drop in the number of HP Desk 
Users rind (heir message volume, 

Current Status of HP's HP Desk Network 

How successful has the HP Desk implementation effort 
been in HP? 

The best measure of its success is perhaps the intensity 
with which it is used. In February 19HB. nearly four years 
after the first HP Desk implementation eflorls began, there 
were over 50 T 000 registered HP Desk users. Among entities, 
traffic reached over 3.1 million message records a month 
la message record has slightly fewer than 2000 characters). 
Experience indicates that interenlity traffic is about one 
third of an entity's total traffic. Thus, total HP Desk traffic 
is roughly 1 <B billion characters a month, about nine million 
screenfuls of information, The delivery standard of service 
for worldwide interenlity traffic is next working day for 



regular messages and two hours for urgent mail. It is an 
order of magnitude better for local intraentity traffic. HP 
Desk interconnects 483 HP 3000 Computers in 31 countries. 

Comparison with other public KM systems provides a 
yardstick for the order of magnitude of HP's internal HP 
Desk network. The 15 January 1985 issue of Datamation 
quotes Telemail as having 45,000 users and MCI Mail as 
having about 150,000 subscribers and a traffic volume of 
more than one million messages a month. 

Subjectively, the success nf HP Desk within HP can be 
measured by the uses to which it is being put. Initially. 
users availed themselves of the basic functions provided: 
read. send T delete, file. etc. Later, they began using the 
more complex functions, including integration with other 
OA facilities- Finally, users are extending the functions of 
the product in a way not originally foreseen, They are using 
it to give better service to their internal customers by setting 
up specially named HP Desk users to which other depart- 
ments can channel their queries a ive prompt replies. 
They are using it to deliver expense reports to managers 
faster than bursting, collating, and hand delivering paper 
copies. They are using it to manage multientity projects 
faster and cheaper than before. They are using it to speed 
up the targeting cycle across geographical areas. In short, 
HP Desk has become HP's information distribution and 
management system t and users are integrating it into their 
daily jobs in a manner that is productive and personally 
meaningful to them. 

II. Developing and Implementing a 
Messaging Strategy 

Since 19B2. OUG's messaging section has been responsi- 
ble for coordinating the company wide implementation of 
HP Desk at HP, This section presents the messaging sec- 
tion *s strategies, tactics, and experiences. 

Since an Important aspect of any EM plan is data com- 
munications, the first part of this section describes the 
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available networking options. The second part chronicles 
the messaging section's experiences since 1982, which in 
retrospect, can be di% + ided into four phases, each with its 
own set of challenges and tactics. Finally, the third part 
discusses several strategic issues to consider in the long- 
term planning process. 

Although HP's specific strategies and tactics are based 
on EM implementation in a very large, distributed, highly 
decentralized company, the phases, issues, and challenges 
are applicable to EM implementation anywhere, 

HP Desk Networking Options 

To transfer messages between HP 3000 Computers, HP 
Desk uses HP's Advance Net data communications soft- 
ware, which supports a variety of communication links 
betweea computers , including DS [distributed systems) 
and NS (network services) links between HP 3000s 
(hardwired or dial-up, bisync or X.25, etc J. 

Within a building or complex, hardwired lines have most 
often been used P giving a point-to-point connection with 
speeds up to 56 kilobits second. Alternatively, these hard- 
wired connections can be replaced by HP's IEEE 802.3 local 
area network fLANj. with speeds of 10 megabits/second. 

Several options are also available for machine connec- 
tions between sites. A dedicated phone line connecting 
two sites can be leased. Average monthly costs for 9600 
bit/second leased lines, which require modems on each 
end, are approximately US$600 between San Francisco and 
Los Angeles, US$1,500 between San Francisco and New 
York, and US$12,000 between San Francisco and Geneva. 
Since the cost is fixed, leased lines are best used for rela- 
tively constant h high-volume communication between two 
specific sites. 

A second option is the use of dial-up phone tines with 
corresponding modems and autodial units, which usually 
run at 4800 bits/second. Although the autodialers are op- 
tional, the use of dial-up lines in an HP Desk network 
without autodialers is not recommended. Otherwise, u irr- 
ational and administrative problems are likely to lead to 
failure of the network. The biggest advantage ut dial-up 
connections is that one computer can connect In numerous 
other computers (one at a time) using the same HP 3000 
communication interface, Since cost is based on connect 
time, regardless of volume, dial-up is best used for low-to- 
medium-volume communication that can be queued up for 
transE • scheduled intervals, 

A third option for connection between sites is the use 
of a public data network {PDN), using X.25 protocol. With 
PDNs. a customer pays a fixed monthly charge for each 
connection to the PDN" in addition to packet charges based 
on data volume, This allows the computer to connect to 
any other computer that belongs to the same PDN. Like 
dial-up connections^ X,25 PDN connections allow one com- 
puter to connect to numerous others using the same HP 
3000 communication interface. In addition, the X 25 pro- 
tocol allows multiple simultaneous connections lo differ- 
ent computers through the same port. Since cost is based 
on volume regardless of connect time, X.25 PDNs are best 
used for low-to-rnedium-volume t "'bursty/' interactive 
communication. 

Because each of these connections provides advantages, 



most HP Desk networks will use a combination of all of 
them. This is true for HP's HP Desk network 

Fig. 2 shows several of the networking options available 
in an HP Desk network- 
In addition to supporting DS and N'S connections. HP 
Desk also provides the ability to use other transmission 
media to move messages between HP 3000s (EFT, external 
file transfer) and also the ability to interface to othe 
systems (FSC foreign service connection). Both EFT and 
FSC were critical features in the implementation of HP 
Desk at HP, and their use is discussed in the next section 
of this paper. 

Besides deciding how best to interconnect the HP 3000s 
physically, the logical paths through the network must also 
be planned. Since HP Desk is a store-and-forward system, 
the optimum network minimizes the number of inter- 
mediate machines that a message must pass through tQ 
reach its destination. On the other hand, if an HP Desk 
network consists of several hundred HP 3000s, a fully con- 
nected network where each machine directly communi- 
cates with every other machine is not administratively de- 
sirable. Some compromise between delivery speed and ad- 
ministrative control must be reached, 

At HP, the messaging section did not have much control 
over the design of the physical network. Because of the 
decentralized nature of both management and information 
systems at HP S the structure of the network paralleled the 
structure of the company organization. The overall network 
is two-tiered, with the bottom layer consisting of the local 
HP 3000 network at each HP entity and the top layer con- 
sisting of one {sometimes more} gateway or hub HP 3000 
per entity > through which all mail into and out of that 
entity passes The information systems manager flSMl a1 
each entity Is responsible for the design and performance 
of the JocoJ HP 3000 network, while the messaging section 
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is responsible for the design and performance of the global 
network connecting the HP 3000 gateways or hubs. 

Fig. 3 illustrates the structure of the global and local 
layers of the network. 

While this structure is effective in establishing clear lines 
of responsibility, it means that the network Layout may 
change when the company organization changes. However, 
the impact of these changes can be mitigated because of 
the layered design philosophy behind HP Desk (see Fig. 4) + 

The top layer of HP Desk is the User Interface module, 
which is the only part that 99% of the users see. Through 
the User In terrace , they can read, send, reply t file, etc, 
Messages are addressed to a name a! an address called a 
mailnode. The middle layer of HP Desk is [he Mailmom 
module, which takes care of delivering incoming mail to 
users onaparticularHP3000and sorting and pigeon-holing 
outgoing mail. The bottom layer of HP Desk is the Transport 
module, w T hich is responsible for transferring messages be- 
tween HP 3000s. The Transport calls DS or NS or uses 
EFT/FSC. Each layer communicates, via a strictly defined 
interface, with the layers directly above and below it. 

This layered design provides two important benefits, 
First, HP Desk automatically adapts to changes and en- 
hancements to the data communications software. Thus, 
the HP Desk network can take advantage of new data com- 
munications features with no change to the HP Desk soft- 
ware itself. 

Second, because of the well-defined interface between 
layers, one layer can be pulled out, completely rewritten, 
and reinserted, and the process is invisible to the other 
layers. This modularity enables the product to be enhanced 
to adapt tu changing conditions on a timely basis, 

Phases of EM Implementation 

Since the messaging section started implementing HP 
Desk at HP, the HP Desk network has gone through four 
distinct bn! somewhal overlapping phases, each with its 
own set of issues. These issues should be anticipated and 
addressed ahead of time, as part of the strategic and tactical 
planning process. 

Phase I: Startup 

The objectives for this phase were to; 
Ensure that reliable networking was already in place 
- Establish network-wide standards, conventions, and 

guidelines 
■ Appoint and train administrators at each remote loca- 
tion. 

In February 1982, the messaging section started alpha- 
testing HP Desk (then called HP Mail) in three departments 
at HP's Corporate Offices in Palo Alto. California. Most ul 
the users were sophisticated terminal and computer users 
and therefore needed minimal training. In the next few 
months, the messaging section learned a great deal about 
the product, especially what it took administratively to 
keep it running smoothly. HP Desk was officially intro- 
duced in April of the same year, and in May 1982, the 
messaging section was asked to head a project to implement 
an HP Desk network for the former Computer Group prod- 
uct organization. This involved about 20 entities spread 
throughout the U.S., with about 10 users at each entity. At 



that time t there were no direct DS connections between 
these entities. 

Although the initial objective of this project was to pro- 
vide fast HP Desk delivery between all Computer Group 
functional managers and secretaries, another objective was 
to experience firsthand what it took to implement a large, 
distributed HP Desk network. The messaging section 
worked for the next few months to build this network, 
working with contacts in the information systems depart- 
ment at each entity to install software, install and configure 
modems, set up delivery schedules h and configure HP Desk 
nodes, routes, and users. But because too much was done 
too soon, the project results were chaotic and nightmarish. 
There were problems with the modems, problems with the 
phone lines, problems with configurations, and problems 
getting cooperation from the diverse entities, 

Eventually, the problems were straightened out and the 
network ran relatively smoothly- In retrospect, two major 
mistakes stood out from this initial large-scale pilot project. 
First, manpower expectations were not communicated 
ahead of time to each entity to get the needed commitment 
from the local information systems departments. These 
contacts did not have the time to become trained in HP 
Desk administration. Lesson number one was that a suc- 
cessful network needs committed, trained, HP Desk ad- 
ministrators at each remote location to resolve local prob- 
lems and support local users. The second mistake was the 
concurrent attempts to build an HP 3000 DS network while 
trying to install and configure HP Desk. The data communi- 
cations network that HP Desk uses needs to be built, tested, 
and fully managed before HP Desk starts to use it, In addi- 
tion to these two mistakes, the initial product lacked certain 
administrative tools, and this hindered the successful ad- 
ministration of the system. Partly because of feedback to 
the product division from these experiences, these tools 
were incorporated into subsequent versions of the product. 
However, one thing w T as done right initially: to set up com- 
pany wide address conventions and configuration stan- 
dards. 

Phase II: Expansion 

In the second phase, the goals were to; 

■ Address the critical mass issue 

Provide good support to remote HP Desk adm i n i s I ra I ors 

■ Provide local user training and support 

■ Set proper user expectations and establish good habits. 
At about this point in time* the commitment was made 




Fig. 4. The layered design of HP Desk allows it to adapt 
quickly to changes in any layer 
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by top management to make HP Desk the primary messag- 
ing system for HP; Faced with the responsibility for coor- 
dinating this implementation, it was time to step back to 
reevaluate and revamp the existing strategy and tactics. 
Besides the problems mentioned above, the startup experi- 
ences brought up two additional lessons. First, it was 
beyond the scope of the messaging section, certainly in the 
time frame hope<J for to implement EM. to build a com- 
le HP 3000 network connecting several hundred 
HP ;sQ00s via DS. Yet, experiences indicated that the suc- 
cess of EM depends upon a reliable network. Second, Like 
any other type of communication system, HP Desk needs 
a certain critical mass of users before it becomes extremely 
useful. A dilemma existed. No one wanted to commit the 
resources to implement HP Desk unless they could com- 
municate with everyone else via HP Desk, but no one 
wanted to be first, 

How did these problems get resolved? Both issues were 
resolved by taking advantage of HP's COMSYS, ROUTS data 
communications network and the EFT FSC features of HP 
Desk. COMSYS/ROUTS was cost-effective, already con- 
nected every HP entity worldwide, was already managed 
(by another group], and most important, already existed, 
The plan was to provide interfaces between PIP Desk and 
COMSYS/ROUTS using EFT and FSC. FSC was used for 
the HP Desk-to-CQMGRAMS (HTC] interface, which allows 
an HP Desk user to send messages to both HP Desk and 
non-HP Desk users. Mon-HP Desk users receive the message 
as a hard-copy message, just as before. HTC solved the 
j i I fccal mass problem and encouraged the use of one mes- 
saging system- — HF Desk, 

EFT was used for the HP Desk-via-ROUTS (HVR) Inter- 
face, which uses the already exist! ng COM SYSRO UTS net- 
work to move HP Desk messages between entities on a 
next -working-day delivery basis. HVR solved the network- 
ing problem and enabled the messaging section to concen- 
trate on implementing EM, rather than building a 
worldwide data communications network. (Section III of 
this paper covers the development of the EFT/FSC HP Desk- 
to-COM SYS/ROUTS connections in detail) 

In January 1983, a memo was distributed to the informa- 
tion systems manager (ISM) at each HP entity detailing the 
overall messaging strategy and tactics. Local implementa- 
tion of HP Desk was encouraged and extensive implemen- 
tation support services (see section IV) were offered, This 
established a local user base and gave local HP Desk ad- 
ministrators the time to learn how to keep their local HP 
Desk network running smoothly. Although the messaging 
section was responsible for the overall companywide im- 
plementation, the distributed nature of HP meant that each 
entity was responsible for its own local implementation 
and networking of HP Desk. Each entity was asked to ap- 
point a local messaging coordinator [LMC] who would be 
responsible For the local implementation and administra- 
tion and with whom the messaging section would work to 
carry out the company wide strategy and tactics. 1 1 is very 
important to take advantage of the LMCs initial contact 
with users to start them off with good habits and to set 
theii expectations of message delivery speed properly. 
Once users develop a certain set of habits and expectations, 
it is very difficult to change these* 



While each entity worked on local implementation of 
HP Desk (see section V), the messaging section worked on 
the HTC and HVR interfaces. 

During the initial phase of HP Desk network expansion, 
a 20 60 20 rule was found to apply. Twenty percent of the 
entities would give HP Desk implementation high priority, 
do an excellent job of implementation, pioneer EM m 
ties, and be genuinely excited about the implementation. 
The Etexl 60% would be relatively cautious, wait to see 
what happened, then proceed slowly but effectively, "Ths 
remaining 20% would always seem to be short of people, 
money, and equipment no matter what was suggested, Be- 
cause of this spread, resources were focused on the first 
20%, establishing some successes and providing good 
.pies for the rest to follow. Thus, between January 
1983 and July 1984, the HP Desk network went through 
its expansion phase. 

Phase til: Optimization 

The goals of this phase are to: 

■ Measure network statistics 

■ Improve reliability and delivery 

■ Provide alternate paths, 

By July 1984. two years after the initial Computer Group 
network project, the HP Desk network numbered 15,000 
users. The original Computer Group network had con- 
verged into the companywide network. HP Desk traffic 
within an entity flowed via DS t while most HP Desk traffic 
between entities flowed via COM SYS ROUTS (HTC and 
H\K). HP Desk was being absorbed into the daily lives of 
iiL.uiy of its users and was beginning to replace other 
methods of communication. 

However, about this time, severe delays began impacting 
certain parts of the network. Seventy-five percent of the 
time, messages were reaching recipients in 24 hours or 
less, but 25% of the time they were taking longer, as much 
as a week. Alter researching specific delayed messages, a 
few bottlenecks in the network were found. They were the 
result of I ) lack of recommendations for local network con- 
figurations and 2) no direct control of the size and number 
fjf messages being sent by users. Several months were spent 
implementing solutions to prevent these bottIene( ka 

To avoid having In react constantly to emerging prob- 
lems, resources were devoted to colled network perfor- 
mance data. Beginning in January 1985, a monthly report 
has been issued to all ISMs and LMCs worldwide. It con- 
tains detailed network-wide data that measures message 
delivery, HVR performance, and HVR outgoing volumes 
for each entity in the network. These monthly reports serve 
several purposes: 1 ) they are an objective measurement of 
I he performance of the companywide network. 2] com pari- 
son of these monthly reports points out current and poten- 
tial problem spots, 3} the publi cation of the reports results 
in a certain amount of peer pressure which encourages the 
entities with less than acceptable message delivery perfor- 
mance to improve, and 4) the objective data is used to set 
p roper user expectations for typical message delivery. 

Also in January 1985, the messaging section introduced 
a revised I \P Desk strategy called dual gateway networking. 
The revised strategy is to use the existing COM SYS/ROUTS 
network with HVR for delivery of normal messages and to 



SEPTEMBER 19S6 HEWLETT-PACKARD JOURNAL 35 



)Copr. 1949-1998 Hewlett-Packard Co. 



nst' X.25 networking for delivery of urgent messages and 
in selected cases for delivery of nil messages, The establish- 
ment of dual routes between all entity gateways provides 
a good cost/speed trade-off in addition to backup paths in 
oi problems in either network. 
HP's HP Desk network has continued to grow, and it is 
currently in the third phase, when resources are concen- 
trated on improving the reliability and performance of the 
network, providing alternate paths for backup, and op- 
timizing transmission based an volume. 

Phase IV: Integration 

Activities in the integration phase are to: 

■ Establish EM etiquette 

■ Set policies for external access to the internal EM system 

■ Provide the ability ta send mail from information sys- 
tems applications 

I Consult with departments who have special uses for EM, 
Although presently in the optimization phase, the net- 
work is starting to move towards a new, possibly final 
phase, when EM, like the telephone, becomes an essential 
tool and an integral part of everyone's job. In this vmw 
phase, employees find unique ways to use EM to perform 
their jobs and make themselves more productive, As the 
network has evolved, the typical user questions have 
evolved from "How do 1 send a message?" in the startup 
phase to "How do 1 send a message to X? 11 in the expansion 
phase to "How can I get this urgent message to X in two 
hours?" in the optimization phase. In the next phase a 
typical question is "My order coordinator thinks that we 
can save money, time, and frustration by using HP Desk 
to resolve problems with orders instead of the current 
method of playing telephone tag with the divisional order 
coordinators, How T can we set this up?" 

Fig. 5 traces the growth of the worldwide HP Desk net- 
work over three years. 

Strategic Issues— Keys to Success 

Based on the messaging section's experiences in imple- 
menting HP Desk at HP, several strategic issues must be 



considered for successful 1A1 implementation 
Obtain management support and commitment Top-level 
management support is obviously important in any project. 
How T ever. it is especially important in EM implementation 
because 1) EM needs to be implemented companywide to 
be really useful, 2) the productivity benefits that it provides 
are often more intangible than tangible, and 3 J although 
planning is usually Hone at a centralized corporate entity, 
actual implementation, administration, and troubleshoot- 
ing are done at remote entities throughout the company. 
Another management issue is one of mandatory versus op- 
tional implementation. Because HP's initial Computer 
Group network project was mandatory for the participating 
entities, the important critical mass w r as established with 
this <:ore group of entities and users in a relatively short 
amount of time, The rest of the entities in the company 
I lien joined the HP Desk network w r hen they were ready 
and willing, which optimized the time and efforts of the 
messaging section. 

Address network-wide resources. In retrospect, most of 
the problems stemmed from the fad that too many remote 
entities did not commit the necessary resources for a suc- 
cessful implementation: people, money, and equipment. 
On the other hand, one could not ask for too much at the 
beginning. Because HP Desk has proven to be an invaluable 
tool, most managers are now willing to devote the people, 
time, and money necessary to Optimise ihe network, which 
they might never have agreed to do a few years ago. 
Aim for early success. At the start, it is best to work with 
the 20% of the prospective user groups who have en- 
thusiasm H will cooperate* and have the highest probability 
of a successful implementation. Once able to establish early 
success, ibe overall project will be viewed Favorably, and 
subsequent groups will be much more receptive to EM 
implementation. 

Establish good relationships with remote contacts. In a 
distributed network, one must rely on the remote contacts 
(LMQs) to keep each entity running properly, Since a net- 
work is only as good as its weakest link, it is important 
that the LMGs be provided with the proper training Lintl 



400 



350 -- 



300 -- 



= 250 -- 



E 
o 
o 

Q 200 



150-^ 



100 



so- 



il Countries 
363 Locations - 

400 HP 3000s 
41.000 Users 



HP Desk a! Corporate Offices 
65 Divisions 
25 Sales Sites 




HP Mail at Corporate 

Offices and part of 

Computer Group 



- 



— 



- 



-- 



... 



-h 



— 



— 



4 



- 



-+■ 



- 



-i 



7-82 1082 183 4 83 7 83 10 83 184 4 84 7 84 10 84 185 4 85 7 85 



Fig. 5. Growth of ihe worldwide 
HP Desk network over three years, 



36 HEWLETT-PACKARD JOURNAL SEPTEMBER 1386 



)Copr. 1949-1998 Hewlett-Packard Co. 



level of support that they need to get their job done well 
Follow-up* fine-tune, forever. Work is never done. The 
network goes through a continual cycle of follow-up and 
fine-tuning as the product, user sophistication, message 
volume and flow, and communication technologies 
change, A successful EM network is one that has the proper 
structure in uUce — people, software, and hardware — to 
adapt as quickly and painlessly as possible to the changes 
forced upon it. 

IIL EFT and FSC 

In 1983, a very significant enhancement was made to HP 
Desk to provide the ability to interface with other transmis- 
sion media and foreign mail systems. This feature has been 
extensively used within HP s HP Desk network. Because 
of the size and worldwide nature of the network, this fea- 
ture has proven essential to the network's success, The 
EFT (external file transfer) and FSC (foreign service connec- 
tion) facilities of HP Desk are used on entity gateways to 
interface with the COM SYS/ROUTS network. This section 
of the article discusses the technical details of this feature 
and how it is being applied within HP. 

EFT/FSC and the HP Desk Transport Manager 

The Transport module of HP Desk has die responsibility 
to forward all messages having an address that is not local 
lo the HP 3000 on which it is operating- Because HP Desk 
is a store-and-forward system, a message may make multi- 
ple stops through intermediate HP 3000a in the network 
before reaching the message's recipient. Each organisa- 
tional entity is encouraged to collect all nonlocal mail 
bound for other entities on one HP 3000. occasionally more 
than one. These HP 3000s, called gateways, ;ire an entity's 
principal interface to the company wide HP Desk network. 
A gateway is typically an HP 3U0U designated to perform 
the network gateway role, usually in addition to performing 
its primary role of providing local business systems sup- 
port. 



The local messaging coordinator (LMC) at each entity 
uses a menu-driven HP Desk utility to configure a route 
for each mailnode. The route is the destination computer 
name or computer gateway used by the Transport to deliver 
a message to the next computer on the message's path to 
its final destination. The route may be a specific data com- 
munications line, an X.25 address, or a special EFT FSC 
puter name. Every Ifi minutes the Transport examines 
the availability* of a route associated with mail waiting to 
be forwarded. The availability of a route is configurable on 
a 24-hour clock in 15-minute windows. Messages can be 
prioritized by the sender as either normal or urgent. The 
Transport prioritizes all outstanding mail based on the 
priority and the number of messages destined for a specific 
mailnode. 

When mail is scheduled for transmission to an EFT/FSC 
computer, all mail destined for a specific mailnode is writ- 
ten to a data file. One file is created for each mailnode. For 
example, if messages for 10 mailnodes are processed thfi 
Transport produces ten files, each containing all messages 
for one mailnode. For each file created, a record is written 
to a special file which acts as a queue of all EFT/FSC files 
produced. This file is called an IPC (interprocess communi- 
cation] file. IPC files can be read and written to simultane- 
ously. IPC files also allow hii application to issue a read 
to an IPC file and wait until data is written to the file, Use 
of this feature allows dependent events to occur io im- 
mediate succession, IPC files are used extensively by HP 
Desk for interprocess communication between and among 
its User Interface, Mailroom. and Transport modules, Fig, 
6 illustrates the interface between HP Desk and the EFT 
and FSC facilities. 

Each record of the IPC file designated for use by EFT/FSC 
contains the name of the corresponding data file, the format 
i\ pe of the file, and the mailnode associated with the data 
file. The four types of formats include HP Desk internal 
formal [EFT] and three types of ARPA 2 formats (FSC). EFT 
can be used when the destination is an HP 3000 and the 
transmission medium is a nonprodiict data communii i 
tiona network. FSC format includes three different ARPA 




EFT 



File 3 (EFT) 



Foreign 

Mail System 

(Not HP Desk) 



User* 

Written 
Application 



« — ► 



IPC 
File 




Gateway 

HP 3000 


■21 


EFT 


J 


f 










File 1 (EFT) 


HP 


rui*ii 



FSC 



Fife 2 (FSC) 



File 3,<EFT) 



Date Sase 



V 



EFT 



FSC 



Fig. 6. How HP Desk uses EFT (external die transfer) and FSC (foreign service connection). 
An IPC (interprocess communication} ftto acts as a queue of ail EFT and FSC hies cw( 

messages for various mailnodes 



■/ma mae newttn Packard journal 37 



)Copr. 1949-1998 Hewlett-Packard Co. 



standard formats. The three types of ARPA formats allow 
the user to transmit ASCII data only, both binary and ASCII 
data, or a compressed version of ASCII data only- ARPA 
is an internationally recognized standard format used for 
messaging. The type of format conversinn done by HP Desk 
depends on how that address has been configured. For 
example, within HP. a specific mailnode per location is 
always configured by the LMC to be routed out the FSC 
gateway, EFT supports the transfer of messages in HP 
Desk's internal format across non product data com muni ca- 
tions networks to remote HP Desk da la bases. FSC supports 
the transfer of messages to foreign mail systems using ARPA 
standard formats. Both EFT and FSC require that a simple 
application program be written to provide the interim e 
with HP Desk, HTC and HVR, discussed in the following 
sections* provide a good example of utilities using the EFT 
and FSC facilities. Fig. 7 ii lust rates the interface between 
EFT and FSC and such user-written applications, 

HTC 

In July 1983, HTC (HP Desk tn COMGRAMS} was intro- 
duced and was eventually installed in over 90 locations 
within HP* Design and coding of HTC took six engineer- 
months. 

HTC uses HP Desk's FSC facility to provide an interface 
to COMSYS/ROUTS for ASCII messages created in HP Desk. 
HTC reads the IPC file associated with the FSC gateway 
for outgoing HTC messages. This IPC file acts as a directory 
for all files containing ASCII messages. The data files as- 
sociated with each IPC file record are then reprocessed into 
a format compatible with COMSYS/ROUTS and loaded into 
the COMSYS/ROUTS network via tape or a data communi- 
cations line. At the receiving entity the messages are 
printed on a line printer and distributed as hard copy, 

HTC represented a significant milestone in HP's EM net- 
work development, because by using the FSC facility of 
HP Desk in this fashion, users were enabled to send mes- 
sages to anyone in HP, HTC allowed HP to leverage its 
existing data communications network and an already 
existing messaging system, This also allowed the phasing 
out of older messaging systems and the promotion of HP 
Desk as HP's company wide EM system. 



HVR 

In December of 1983. HVR (HP Desk via ROUTS] was 
released for use within HP, HVR was designed and coded 
in six engineer-months. By October 1985, HVR was in- 
stalled in over 90 locations within HP. HVR incorporates 
the features of HTC and provides the additional capability 
of sending messages from HP Desk to HP Desk (terminal 
to terminal) and not just from terminal to paper (HTC). 

The use of the EFT facility allows HVR to transmit any 
type of data contained in an HP Desk message through 
COMSYS/ROUTS. HP Desk allows the transmission of almost 
any HP 3000 file, including word processing, graphics, 
spreadsheet, and personal computer generated files, with 
the exception of certain privileged files, such as Image data 
bases, 

HVR cony is! s of modules for exporting messages to and 
from COMSYSROUTS and loading them back into the 
local HP Desk network. The outgoing module of HVR is 
similar to HTCX with the exception that the IPC file used 
by HVR to locate the files queued by HP Desk contains the 
names of files that could be in either EFT or FSC format. 
The HVR outgoing module reprocesses these files and for- 
mats them for transmission through COMSYS/ROUTS, 

The HVR incoming module mirrors ihe HVR outgoing 
process. The HVR incoming module processes messages 
transmitted from an EFT gateway and imports them back 
into HP Desk. The recipient of the message sees no differ- 
ence between a message sent locally and one that flows in 
from outside using EFT and COMSYS/ROUTS. The HVR 
incoming module has the responsibility for importing the 
messages from COMSYS/ROUTS and breaking up the data 
into data files. Each data file contains one or more messages 
that have been sent from another entity to a local HP Desk 
address. After each file is created, a record is written to an 
IPC file which serves as a directory for HP Desk of all data 
files containing messages to be imported into HP Desk. 
Once all HVR processing has been completed, an HP Desk 
utility program is run which uses the IPC file to locate each 
data file and load it into the local HP Desk network. The 
EFT and FSC facilities are powerful extensions of HP Desk 
which allow interfacing to other transmission media and 
foreign mail systems. 
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Other EFT FSC Applications 

In January 1964. CTH [COMGRAMS to HP Desk) was 
introduced by GUG's messaging section for use within HP's 
Corporate Offices only. Before CTH. ASCII messages (com- 
grams) sent to the Corporate Offices were printed on a line 
printer and distributed as hard copy. This manual process 
often delayed message delivery 1 one or more days. Using 
CTH, these messages are instead imported into HP Desk 
using the FSC incoming gateway. CTH takes incoming mes- 
sages in the COM SY"S ROUTS comgram format, translates 
them into a documented ARPA standard format, and then 
writes a record to an IPC file used by HP Desk as a directory 
of files containing messages to be imported. Once the mes- 
sage files are queued, an HP Desk utility program is run to 
read the IPC file and import the messages into the local 
HP Desk network. CTH in many ways mirrors the incoming 
module of HVR 

The FSC feature of HP Desk is also available on a pro- 
grammatic level. Programmers can import data into and 
export data from the HP Desk data base using standard HP 
3000 files and IPC files in exactly the samp manner as 
discussed earlier. Both HTC and CTH are good examples 
of such programmatic access. 

HP Telex also uses the FSC gateway. HP Telex is an HP 
supported product that provides an interface to major U.S. 
and international Telex vendors. It is certified in over 16 
countries and provides the ability to send Telex messages 
from either a program running on the HP 3000 or directly 
from HP Desk. The FSC gateway is used by HP Telex to 
transfer the message from HP Desk to an HP Telex program 
which has responsibility for managing the Telex lines and 
message flows. 

FSC is also used in a project to interface UNIX f,< -opera t- 
ing-sy stem-based EM systems within HP with the internal 
HP Desk network. The interface uses FSC for both import- 
ing and reporting messages, very much like HTC and CTH. 

EFT/FSC Summary 

EFT and FSC make up a powerful and versatile feature 
oi the HP Desk product Certainly, HP's HP Desk network 
would not have grown as quickly as it has if HP had not 
been able to leverage its previously existing data communi- 
ons network (COMSYS/ROUTS). EFT and FSC also 
transparently allowed HP to converge its existing messag- 
ing systems into HP Desk. HTC HVR. and CTH are all 
utilities thai the messaging section wrote using the standard 
HP Desk product and documentation. They are intended 
for internal use only and are not available for use outside 
HP, Customers who wish to interface with their own data 
communications networks and messaging systems can take 
advantage of the EFT/FSC facilities to write their own cus- 
tomized utilities to meet their particular needs. 

IV. HP Desk Support and Training 

This section of the paper discusses the types of HP Desk 
support and training needed in an organization to be suc- 
cessful at growing and maintaining a large-scale, distrib- 
uted HP Desk network such as HP's. 

UNIX" <a a trad.-.-mrir. eH ai\&t BqM L aDoratories 



Support and training include both support and training 
for local messaging coordinators (LMCs), who are in charge 
of supporting the entities" local HP Desk networks, arid 
support and training for end users, who need to know how 
to use the product and take advantage of its many features. 

Why is support necessary? For an EM network to be 
successful, it must deliver availability (up to 24 hours a 
day. 7 days a week), so users can read and send mail on 
their own schedules. It must also deliver reliability (mes- 
sage delivery within a guaranteed time), so users have con- 
fidence in the system and therefore will use it. Lastly, it 
must deliver usability {not just ease of use but knowing 
how to use the EM product for maximum value], so users 
see a definite benefit in EM. Having the proper support 
network in place is the key to delivering these three ingre- 
dients and thus ensuring a higher probability of a successful 
network. 

Defining the Support Issues 

Developing and then documenting a support plan is es- 
sential to achieve a clear definition of the support issues. 
Although the support plan may change over time, a written 
plan forces the organization to address at least the obvious 
and critical issues, Support responsibilities must be ad- 
dressed early in the plan. The main categories of support 
include technical, administrative, and user support. 

This section of the paper takes a closer look at each oi 
these support roles and their manpower requirements and 
investigates how HP has coordinated and enhanced these 
support roles over a worldwide network. 

Critical Support Responsibilities 

The area of technical support is critical because its mis- 
sion is to resolve highly visible and complex technical 
problems such as corrupt data haseSj program aborts, and 
other problems that impair or disable user access and mail 
delivery. The occurrence of technical problems is rare, par- 
ticularly if the day-to-day administration tasks (discussed 
next) are performed regularly. However, technical prob- 
lems are highly visible and, if not taken care of im- 
mediately, can lead to additional and more complicated 
problems, Therefore eadb entity in the network needs to 
identify and have trained one primary person (or LMCJ 
and one backup person for HP Desk technical support. The 
ideal person to fill the technical support role is a program- 
mer/analyst with a good knowledge of the HP 3000, Image, 
Query, and DS and NS> In a large HP Desk network, the 
time requirements on this person vary directly with the 
number of HP Desk data hoses at the entity, the number 
of users per data base T and the quality of HP Desk and HP 
3000 administration at the entity- 

The area of administrative support is also critical since 
this role addresses the daily required duties. Some of these 
duties include; 1) ensuring that the HP Desk production 
jobs are up and running at least during business hours, 2] 
ensuring daily maintenance job runs and checking the daily 
HP Desk reports for warnings and errors, 3) monitoring and 
forwarding, or printing, messages that have landed in On- 
Bral Delivery (these are messages that for one reason or 
another could not he delivered to the Intended recipient), 
and 4 1 maintaining and updating local addressing diret- 
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tories. Typit M\ a systems administrator is a good match 
fur this role, in a large HP Dask network , the time required 
of this person varies directly with the number of HP Desk 
dam bases at the entity and the number of users per data 
hose. 

Finally, user support is needed to ensure that all users 
know how to use HP Desk, use it on a regular basis, and 
use it both properly and effectively. Typical duties of an 
HP Desk user support person include conducting training 
classes, providing a call-in or write-in hotline for questions 
and suggestions, and consulting with departments for tai- 
lored uses of EM to help them do their jobs better. An office 
automation coordinator (OAC) is best suited for the user 
.support role. Staffing needs for this role are directly related 
tb the lofcjf number of users at the entity. 

Fig. 8 details the relationship between the magnitude of 
the local HP Desk network and the support staffing require- 
ments. It is important to stress that the actual total number 
of people required to support HP Desk at a single enfiU 
varies widely and is related to both the number of HP Desk 
data bases and the number of users (per data base and total | 
at an entity. The number of support people in place, the 
time they are able to devote to HP Desk, and thus their rate 
of slh < efi$, also depend on local management's interest in 
and commitment to EM. 

Many entities within HP have several hundred users dis- 
tributed over several HP 3000s. In some cases, these entities 
appoint one full-time person to cover all three areas of HP 
Desk support responsibilities. Other entities have elected 
to distribute the responsibilities over several people, each 
of whom works part-time on HP Desk. For example t one 
successful entity with 500 users and three HP Desk data 
bases has a software support analyst to address HP Desk 
technical problems (this accounts for 10% of this person's 
time), a systems administrator to handle the administration 
(accounting for 20% of this person's job], and an OAC to 
cover training and user support (HP Desk amounts to 30% 
of this person's job J. 

What matters with respect to HP Desk support at an 
entity has little to do with the number of people Involved 
and a great deal to do with the assurance that all three 
support roles are covered at least during business hours 
and every business day. Clearly defining these respon- 



sibilities, making them an official part of someone's job, 
and identifying official backups help achieve this goal. 
Hence, commitment breeds success. 

Once the support plan has addressed and defined the 
support responsibilities h it should address how to coordi- 
nate these local responsibilities across the network. 

Network- Wide Support Strategy 

The Staffing requirements in Fig. 8 are for entities' local 
HP Desk networks and they complement the decentralized 
support strategy adopted by HP. One other option for coor- 
dinating net work- wide support would have been a single 
centralized support group. Because of HP's internal distrib- 
uted information systems strategy and its highly decen- 
tralized management structure, the decentralized HP Desk 
support strategy had a higher probability of success and 
was easier to implement than a centralized support strat- 
egy* 

With decentralized support in place. HP's network en- 
joys the advantages of more timely identification and cor- 
rection of problems as well as availability of support con- 
tacts for the local users. On the other hand, decentralized 
support requires more people and offers less consistent 
operational control of the network. 

Fig. 9 illustrates the network support structure within 
HP, Each entity has identified one primary local messaging 
coordinator fLMC). Sales regions and mu Identity sites often 
appoint a group messaging coordinator (GMC), whose re- 
sponsibility it is to coordinate support efforts among the 
many LMCs within the region or site. Together, these HP 
Desk support people manage HP Desk for their entities and 
implement new strategies and EM projects as recom- 
mended by OUG's messaging section or as developed lo- 
cally In an effort to make the support network an effective 
one, the messaging section provides a variety of special 
support services for the LMCs' use. 

Network Support Services 

Network support services include a variety of projects 
intended to help LMCs carry out the responsibilities of 
their job most effectively and reduce duplication of effort. 
These services are provided only internally by OUG's mes- 
saging section and are made available exclusively to LMCs 
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on an on-going or as-needed basis. 

LMC Technical Support Classes. To educate LMCs on the 
technical aspects of HP Desk and HVK data base and pro- 
gram internals, operations, troubleshooting techniques, 
and network philosophy, the messaging section provides 
technical support classes. This class has become a vital 
part of HP's network support strategy. It has proved to 
promote consistency and quality of support at all !ocal 
entities. The classes are offered approximately every three 
months. 

LMC Support Line. Incoming calls and messages to this 
phone number are monitored by support people in the 
messaging section. The phone number is for LMCs who 
need immediate help in solving an HP Desk problem. 
LMC Bulletin. The messaging section sends this bulletin 
to all LMCs, It includes items such as performance tips, 
helpful hints on user, technical, or administrative support, 
"problem and solution of the month," etc. LMCs are en- 
couraged to contribute their own articles to this bulletin. 
LMC Support Groups. LMC support groups (made up of 
internal HP Desk support people) have sprung up in various 
parts of the world, They are self-organized and meet regu- 
larly for the purpose of sharing ideas and addressing com- 
mon issues. Typically, meetings are held once a quarter 
for two to three hours. 

Training Material. It is important that entities offer formal 
training classes for the EM users. Some users prefer formal 
classes to self-paced courses, and many times the only 
opportunity for a user to learn a new software package is 
to t»et away from the office and enroll in a class for a few 
hours. The messaging section has helped by providing 
LMCs with an HP Desk training package, which includes 
trainer's notes and outlines for beginning and advanced 
HP Desk classes, class materials* overhead slides, and lab 
exercises. 

HP Desk Network Status Line, An LMC calling the IIP 
Desk network status I ine hears a recorded message (updated 
twice daily! which informs the caller of existing or recent 



Corporate 



OUG 

Messaging 

Section 



Single 
Entity 



m m 1 



Sates 

Region 

HO 




GMC - Group Messaging Coordinator 
LMC = Local Messaging Coordinator 

Branch 
Offices 



Fig. 9. Hewlett-Packard's HP Desk support structure 



(as far back as one week) message delivery delays in the 
network. Before hanging up* the LMC can also leave status 
information regarding the LMCs own entity. The purpose 
of the status line is to help LMCs track the flow of a message 
to any entity in the network. By calling the status line, an 
LMC finds out if there have been any delays or data losses 
at the receiving entity. At the same time, the messaging 
section si -informed on the state of the network on 

a daily basis. 

HP Desk User Training 

Since an EM network is of little value unless a critical 
mass of users is using it user training is extremely impor- 
tant. Also, since EM is unlike any other OA tool in that it 
potentially involves nearly all individuals in an organiza- 
tion, a good user training and support program is crucial 
success. 

Before HP Desk became the primary messaging tool for 
HP, many entities already had at least one part-time OAC 
whose job it was to train and support users on various OA 
utilities. HP Desk was added to the array of products for 
which OACs assumed user support, Entities that had not 
yet hired or appointed an OAC eventually found the intro- 
duction of HP Desk to be the ideal time to do so, 

The mission of the OAC serving as HP Desk trainer is to 
ensure that the user community knows how to use HP 
Desk, actually uses it on a regular basis, uses it effectively, 
and obtains enough product knowledge over time to be- 
come creative in identifying new ways to increase produc- 
tivity. 

Larger entities faced somewhat of a problem with only 
one OAC, since it is potentially impossible for a single 
individual to offer good user training and support to more 
than a thousand users, So these larger entities expanded 
their training and support base beyond the single OAC] by 
enlisting workgroup or departmental OA coordinators 
[DOACnj The ideal DOAC is one who has a good under- 
standing of the department's business, visualizes advan- 
tages of using OA products within the department, and 
preferably has some influence over the direction of the 
department. In some cases, these DOACs are departmental 
supervisors; in othercases, they are department secretaries. 

HP Desk Training Options 

Since EM will potentially reach most, or even all, me ru- 
bers of an organization, it is important to have u variety of 
training options for them T since different people have dif- 
ferent training needs and respond to different training 
methods. What follows is a brief discussion of the mosl 
important training tools. 

On-Line Interactive Training Facility* The HP Desk soft- 
ware includes an on-line interactive training facility (ITF) 
composed of several modules, each pertaining to a different 
area within HP Desk (for example, the In Tray, Out Tray. 
Pending Tray. etc.). Each module takes approximately ten 
to fifteen minutes to complete, and the user can do as many 
or as few as needed. This mode of training is ideal for users 
who are already familiar with the keyboard, do not require 
personal training, and prefer to learn on their own. It is 
also an excellent mode ol training for those who cannot 
get away from their desk to attend a formal class or need 
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to go through training during off -hours. 
Formal Classes, Many entities have elected to offer formal 
training classes to users who want them. Experience indi- 
cates that a nominal fee should be charged those who enrol I. 
Certain groups tend to benefit most from formal classes: 
department secretaries, who need to know the more ad- 
vanced or com [3 1 ex features of the product, DO AGs, who 
are to become the front-line user support persons for their 
departments, and those who need to get away from their 
desk to get the training, 

Customized Training Classes. Special groups may need 
something other than the 1TF or formal training classes* 
and customized classes work well in these cases. For exam- 
ple, a customised class may be offered to executives. 
Help Facility and Reference Guides. These are good op- 
tions for I hose who prefer to learn by using. The on-line 
help facility within HP Desk is excellent. At virtually any 
prompt within HP Desk the user can type HELP or 7 or HELP 
command name> and receive on-line instruction. Informa- 
tion systems personnel who are familiar with the HP 3000, 
or who otherwise prefer to explore a new product on their 
own, may wan I to train themselves via this option. 

A good training plan puts together the available options 
in a way that meets an entity's individual needs and 
priorities. For example, one HP entity with over 300 target 
HP Desk users had but one part-time LMC who was respon- 
sible for user, technical, and administrative support on HP 
Desk as well as technical support on several other produc- 
tion applications at thai entity. Having no time to conduct 
formal training classes on HP Desk, this LMC sent out an 
announcement to the 300 target users to announce HP Desk 
and explain how to sign on to the ITF. Users were asked 
to contact the LMC after they had run the ITF and, following 
a brief quiz, were set up as registered HP Desk users. 

Getting Users to Use HP Desk on a Regular Basis 

Users are accustomed to checking their paper in -baskets 
on a regular basis T and since EM senders depend on EM 
receivers to read their mail, it is critical that EM users 
assume responsibility for signing on to HP Desk on a regular 
basis to check their electronic in-baskeL At a minimum, 
users should sign on three times a week. For many newcom- 
ers to EM, regularly signing on is a whole new behavior 
that must be learned, and it is up to the OAC to help instill 
this new\ required behavior. The following actions may 
help achieve this objective. 

Teaching Messages. One LMC created ten teaching mes- 
sages, each describing a different feature of HP Desk. Every 
message asked the recipient either to reply or to perform 
some other action [such as file it in a newly created folder). 
Every time a new r department of users was added to the 
local network, this LMC would send a new leaching mes- 
sage each day to each new user, for ten days. The teaching 
messages not only served to inform users of various HP 
Desk functions, but they also coaxed new users into the 
habit of signing on to read their mail at least once a day. 
Monitoring Sign-On Frequency. The HP Desk maintenance 
report details a number of statistics, among which is the 
user sign-on rate, For each user local to a specific data base, 
the report gives the date and timestamp of the last sign-on f 
which tells the OAC who is signing on regularly and who 



is not, OACs can then personally follow up with users who 
have not signed on at all for one to two weeks. 

Promoting Effective Use of HP Desk 

While training users to use HP Desk is the first step, and 
getting users to sign on regularly is the second, the third 
step is to promote effective use of HP Desk. The following 
actions help achieve this objective. 

Disc: Space Use* One issue to be addressed with any EM 
product is disc space use. EM systems encourage electronic 
filing, which usually means increasing disc space require- 
ments over time. The maintenance report of HP Desk details 
disc space use by user and therefore permits the LMC to 
monitor use. Many entities within HP have set a limit on 
disc space use and then monitor the user community based 
on that limit. At one entity, the set limit is 10,000 sectors 
per user, and most users there consume between 4,000 and 
6,000 sectors. Users may need some initial help in setting 
up folders and understanding how to limit the number of 
items they hold electronically to what is necessary. Many 
users may not realize that everything within their HP Desk 
trays is saved until specifically deleted by the user. Train- 
ing users early on how to make effective use of the Filing 
Cabinet and how to delete unneeded items will help avoid 
dis« space problems. 

Setting Up a Personal HP Desk Password, To ensure a 
certain degree of security for both the sender and the re- 
ceiver, users should be taught how to set up a password 
and change it, It is easy to develop a utility that scans all 
local users in a data base and points out those who do not 
have passwords. The OAC should follow up with those 
users to correct possible security breaches. 
Greater Benefits with Less Time and Effort. Once users 
have mastered the basics, the OAC should begin to imple- 
ment special programs which can lake full advantage of 
more advanced productivity gains. Interfacing batch jobs 
to HP Desk, letting HP Desk do manual chores . and setting 
up special HP Desk user names for specific tasks are some 
of the myriad possibilities. 

V. Implementing and Running HP Desk 
at an Entity 

This section of the paper discusses what is involved in 
implementing and running HP Desk ;U an entity. It offers 
guidance on such topics as starting a pilot project, intra- 
entity networking, and operational standards and conven- 
tions. 

This section of the paper is largely based on OUG's ex- 
periences in implementing and running HP Desk at HP's 
Corporate Offices since February of 1982. The number of 
HP Desk users at the Corporate Offices has grown to over 
1 700 in February 1986, During the same period, the number 
nf HP 3000s on which HP Desk is installed has grown to 
27, and the number of messages sent outside the Corporate 
Offices has grown to over 59.000 a month. 

Getting Started — Implementation Checklist 

There are six major actions to take in HP Desk implemen- 
tation at an entity. They are; 
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■ Choosing the implementation and support team 
« Choosing the pilot group 

■ Planning the local entity network 

■ Addressing operational issues 

■ Expanding the user community 

■ Promoting the use of HP Desk. 

Choosing the implementation and Support Team 

Four major roles must be addressed by the HP Desk im- 
plementation and support team. They are; creation of the 
implementation plan, administrative support, technical 
support* and user support. This does not mean that four 
people are necessary. The size of the Corporate Offices 
team has ranged from one to three persons. A two-person 
team has worked best, with one person assigned technical 
and administrative support [the equivalent of the LMC], 
the other assigned user support [the equivalent of theOAC), 
and both members contributing to the implementation 
plan. In a smaller entity one person would have been suf- 
ficient. Briefly, the responsibilities of the implementation 
and support team include: 

1. Implementation plan. Members of the team should 
create a plan addressing the six areas listed above (covered 
in more detail in this section of the paper]. The plan should 
document (be implementation stages* including the ex- 
pected time to completion. As implementation proceeds, 
the plan should be updated to reflect new action items and 
goals, 

2. Administrative support. This role has daily require- 
ments, and as the entity's network grows, this role becomes 
more time-consuming and more critical. Specific goals in- 
clude: ensuring that HP Desk is available to users, monitor- 
ing message delivery, monitoring General Delivery, check- 
ing administrative reports, keeping data bases in synchronic 
/; 1 1 1 1 m witb the rest of the network, and preparing a disaster 
recovery plan, 

3. Technical support. This role requires someone with a 



strong technical background including knowledge of the 
HP 3000. Image, Query, and DS and NS. This person will 
be called upon to solve problems, resolve data base corrupt 
tions, and install software upgrades as needed, Local tech- 
nical expertise ensures a more reliable entity network. 
4. User support. This person will train new users and an- 
swer user questions. The most important function is to 
educate the user corruHunity on how to use HP Desk to 
increase productivity. 

Experience with HP Desk has shown that it is critical to 
commit the proper resources to supporting it, HP Desk is 
a production system and must be treated as such. 

Choosing the Pilot Group 

One component of the implementation plan should be 
a pilot phase t allowing support personnel to gain controlled 
experience with several small groups of users. 

A suggested profile of a pilot user group is as follows: 

■ Strong communication ties 

■ Combination of secretaries, managers, and professionals 

■ Twenty to thirty users 

■ Access to terminals or personal office computers 
a Interested and able to devote time to the project 
a Minimal training needed. 

The most important consideration in choosing members 
of the pilot groups is their communication paths. Groups 
should be chosen that need to communicate with each 
other. It is also important to look at hardware availability, 
enthusiasm, training needs, and the extent of management 
participation, Users generally do not like to go to shared 
workstations to read their mail. They much prefer to have 
their own workstations. While this may not always be pos- 
sible, it should be kept in mind. It is also important to 
choose groups that w T ant to participate, Choose groups that 
are excited about the product aud that can act as "ambas- 
sadors" during the expansion of the user community. The 
pilot phase is a learning lime for the support people as 
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well as for the users chosen. A group that is already familiar 
with using terminals, logging on to the HP 3000, and run- 
ning programs makes training a much easier task. Finally, 
make sum I he group's managers are involved, Their support 
is very important and helps ensure Q smooth implementa- 
tion. Their example as users is invaluable in getting other 
members of the group started. 

The pilot phase should continue for a predefined period 
of time. Success at this stage will establish user community 
support for later phases. Build on that success and save 
the less receptive groups for later. 

Planning the Local Entity Network 

Before user community expansion can begin, members 
of the HP Desk team must look at networking options and 
know which departments use which HP 3000s. How mail- 
nodes will be named must also be decided. At this stage 
it is essential to w r ork closely with the EDP center. DUG is 
not part of the Corporate Computing Center (CCC). but it 
has %% r orkcd w T ith CCC and adjusted plans based on their 
Input. Many decisions related to network topology and 
operational issues were made jointly or were based on es- 
•liihsbed CCC policies and procedures. 

If HP Desk is to be used effectively and fully, it is impor- 
tant to integrate it into each person's daily work. One of 
the most useful features of HP Desk is the ability to send 
any HP 3060 file, but to take best advantage of that feature, 
HP Desk must be installed on the user's home HP 3000. 
\ ,'sers usually dislike having to use one HP 3000 for most 
of their work and another for HP Hesk. 

When HP Desk implementation began, there w r ere many 
groups that did not use any HP 3000; HP Desk was to be 
their first application- The original plan was to put most 
users on the same HP 3000. The HP 3000 chosen at the 
Corporate Offices for new computer users quickly became 
overloaded. HP Desk response time and session slots were 
problems during peak periods such as early morning, right 
after lunch, and niid after noon. Everyone wanted to read 
messages at the same times. It soon became evident that 
HP Desk would have to be installed on most HP 3000s, 
with new computer users distributed among them. 

Only one rnailnode is necessary per HP 3000- but early 
in the implementation process, OUG decided that as each 
group w r as added, it would be given a unique rnailnode, It 
was decided to assign two-digit numeric sublocat ions, with 
the first digit signifying the functional area the group re- 
ported to. (Mailnodes in HP Desk consist of six characters 
indicating a location — an entity, in HP's case — and two 
characters indicating a sub location, i.e, r XXXXXX'XX.l For 
example, sublocat ions in the 30s are in personnel, in the 
50s in marketing, in the 70s in administration, and so nn. 
As implementation proceeded, one could check against a 
list of all departments and judge the progress to date. Giving 
each group its own rnailnode has also proved essential in 
the follow-up process. Each rnailnode has a contact person 
that OUG communicates with frequently and regularly. 

Until about mid-1984, there were virtually no network 
topology options. CCC had connected the HP 3000s in a 
fairly linear manner with hardwired links, as indicated in 
Fig. 10. When a new group was added, the HP 3000 they 
used bad to be di recti v connected to another HP 3000 ah 



read y run n i ng HP Desk. This product requirement , coupled 
with the network design, influenced the order in which 
some groups were added. In one case it was necessary to 
install HP Desk on an intermediate PIP 3000. running the 
Transport module only, to connect HP 3000s farther back 
in the chain. No local rnailnode w r as added there for several 
months. 

In CCC's original network (Fig. 10), the two HP 3000s in 
the center, both laser print stations, became the center of 
the Corporate Offices HP Desk network. Both have connec- 
tions to other parts of the network, outside the Corporate 
Offices, through HVR and X.25: they are the entity gate- 
ways- Originally, HP 3000s on one side of the network in 
Fig. 10 sent their messages out through one gateway, while 
those in the other half of the netw r ork sent their messages 
out through the other gateway. With this topology, minimal 
alternate routing was feasible. If an HP 3000 in the center 
of the network w r ent down, one half of the network was 
cut off from the other half, Messages traveling from users 
on one HP 3000 had to make many intermediate stops to 
get to their destination and delivery times within I he build- 
ing were barely acceptable. 

About mid-1984, CCC installed an X.25 switch, enabling 
each HP 3000 to connect directly to every other HP T1000, 
as indicated in Fig. 11. The routing on each HP 3000 was 
changed so that some HP 3000s use one gateway and the 
rest another, so the load between the gateways is reasonably 
balanced, and each Corporate Offices HP 3000 is directly 
connected to every other Corporate Offices HP 3000 for the 
delivery of local mail. The local entity network is currently 
evolving towards HP's IEEE 802.3 local area network, a better 
and more appropriate means for local networking. 

Addressing Operational Issues 

From the user's point of view, the success of HP Desk 
implementation depends on operational success, Their 
most important criterion, against which the HP Desk team 
is always judged, is HP Desk availability. The goal at the 
Corporate Offices is to have HP Desk available by seven 
o'clock in the morning, It is met about 90% of the time. 
HP Desk is then available until the HP 3000s are taken 
down a I night for system backup, 

Operational issues cover more than just availability, Each 
entity must plan for daily report checking t data base back- 
ups, security, and disaster recovery. When HP Desk w r as 
installed on a small number of HP 3000s. the support team 
logged on to each one every morning to check the current 
status. The present network size makes that impossible. 
Depending on departmental contacts to point out problems 
was not consistently reliable, The procedures now in place 
work very well. Before seven o'clock each morning, the 
operators on grave shift have a checklist to complete. They 
are to check whether or not HP Desk is running on each 
machine and make any necessary comments- Additionally, 
a job is run each morning that mails a message to the tech- 
nical and administrative support members of the HP Desk 
team. When the message is received, it is known at what 
time HP Desk became available to users by checking the 
creation time of the message. It is a double-check against 
the operators but also an alert for network problems. If the 
operators have checked off that HP Desk is running but no 
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message was received, it is a signal to investigate the link 
between the two HF 3000s in question. 

To assure uptime during the day, the startup procedure 
of each HP 3000 runs a job that starts HP Desk with a 
minimum of human intervention. The first time the 
machines are brought up in the morning, each system runs 
an HP Desk maintenance job. This job stores the data base 
onto tape. This data base backup is essential in the event 
of unrecoverable problems. The data base also exists on 
the system backup tapes, but having both the system 
backup and the data base store tapes ensures that at least 
one set is accurately labeled and free of errors, It is also 
much faster and easier to restore from a single tape contain- 
ing only files related to HP Desk rather than from multiple 
tapes containing copies of all system files, Each data base 
store tape is kept a minimum of seven days, according to 
the requirements of HP's internal auditing department. The 
maintenance job also checks the data base for corruptions 
and purges those items a user has previously marked for 
deletion. Running this job daily is the only way to ensure 
that the data base is kepi error-free. Depending on the size 
of the data base, this job may take from one to several hours 
on a lightly loaded HP 3000. If a system should crash during 
the day, it is necessary to run HP Desk's recovery program 
to make sure no items in the data base have become cor- 
rupted. This job completes its checks and has HP Desk 
running again in under five minutes. 

The shutdown procedure of each HP 3000 has a job that 
cleanly turns HP Desk off. This is used in the event of 
planned downtime as well as each evening, before the HP 
;j(K)()s are taken down for system backups. The shutdown 
job creates a disc file with information about any messages 
that may not have been delivered yet. That disc file is 
copied into the message each system sends the support 
team in the morning, The morning message is created by 



jobs Creams written to help automate the administration of 
the Corporate Offices network. MAitON commands have 
been added at the end of the maintenance job and recovery 
program so no intervention is required to get HP Desk run- 
ning again once the jobst reams have completed. As more 
people want to access HP Desk from home and while travel- 
ing, uptime becomes a more important issue. 

Each time the maintenance job runs, administrative re* 
ports are produced that must be checked on a daily basis; 
doing this takes five to ten minutes per HP 3000. What 
needs to be done includes: 

1. Checking the data base item count summary for any 
corrupt or patched items. Any items that could not be han- 
dled by the maintenance job are looked at by the technical 
support person. 

2. Checking the In Tray of General Delivery to see if any 
new messages have arrived. If so, log on and forward them 
to the proper recipients. A jobstream has been written to 
print and then delete General Delivery messages, but it is 
preferable that the recipients receive them in electronic 
form. 

3. Ensuring that data sets have adequate capacity. HP Desk 
uses Image, and it functions best w r hen data sets are under 
approximately 70% of capacity, 

The five to ten minutes per HP 3000 per day is time well 
invested to ensure that all messages get properly delivered 
and that the data base has adequate roam for new items. 

Security 

The HP Desk data base has passwords in it allowing each 
HP 3000 to log on to others to deliver messages. It also 
contains all data pertaining to the local users on that HP 
3000, Hence security is an especially important issue. Each 
Corporate Offices HP 3000 has n unique set of passwords 
for the account, user MGR, and groups MAIUOB and MAILOB. 




Fig* 11. The present network at 
HP's Corporate Offices can con- 
nect every HP 3000 directly to 
every other HP 3000 sn the focal 

entity network Tnere are stiff two 
gateway HP 3000s to the com- 
pany wide network, 
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It also has lockwords on the configuration and ulility pro- 
grams, These passwords are changed regularly, and access 
to them is limited. HP Desk user passwords are another 
important element of security. Each user's password is kept 
encrypted in the data base, On a regular basis, a job is run 
that produces a list of all users who do not have passwords. 
The support team then follows up to make sure passwords 
are added and that users understand their role in protecting 
data and themselves. 

One final area of operational concern is disaster recovery. 
In December 1984 the HP Desk team wrote a disaster recov- 
ery plan for HP Desk at the Corporate Offices, The plan 
assumes operational support and is integrated with the 
disaster recovery plan for the entity. It begins with a defi- 
nition of an HP Desk disaster in terms of system downtime 
or backed-up messages. For each type of disaster (short- 
term, intermediate-term, or long-term], necessary and 
appropriate steps to recovery are included. There have been 
a few times when it has been necessary to activate the plan. 
Having specific steps listed with home and work phone 
numbers of the recovery team has saved much data and 
time, An important facet of the plan is user notification. 
When there is a disaster, a message is sent to each de- 
partmental contact person, who then disseminates the in- 
formation. 

Expanding the User Community 

When time comes to expand the user base beyond the 
pilot users, there are several options, Everyone can be 
added at once (a support nightmare and not recommended). 
Expansion can address horizontal layers of the organization 
working from the top down or the bottom up. Expansion 
can also proceed through functional areas such as all of 
marketing and then all of administration. Or expansion can 
follow some combination of the above approaches. Corpo- 
rate Offices followed a combination approach. Part of the 
pilot group had been top-level executives. Once they felt 
comfortable using HP Desk, implementation trickled down 
to the management levels below them. At the same time 
expansion was going from the top down, it also proceeded 
through one functional department at a time, 

Full-scale expansion of the Corporate user community 



began in October 19B2. After adding two groups beyond 
the pilot community, a memo was sent to all Corporate 
managers and supervisors describing HP's overall messag- 
ing strategy, HP Desk s most important features, and train- 
ing options. A list of current HP Desk users was also in- 
cluded, The memo explained that the HP Desk implemen- 
tation team would be contacting each group in turn, but 
that priorities were flexible to accommodate volunteer 
groups, As hoped, user demand drove additions. A few 
adventurous groups called immediately, and these people 
were added as registered users first. The objective was to 
begin by adding groups with the highest probability of 
success first. That included groups with the following de- 
sired (although not required] characteristics: 

Communication needs not being met with current alter- 
natives 
a High ratio of terminals to users [one to one is ideal) 
a Some previous experience with other OA utilities 
m Adequate printing resources 

Adequate disc space on the HP 3000 
it Expressed interest in using HP Desk 
fit Managers and supervisors willing to use the product. 

Before any group was added, its manager was asked to 
identify a departmental contact person. It was strongly rec- 
ommended I hat the contact go through both the beginning 
dtitl die advanced HP Desk classes before anyone in the 
group was added as a user. This was to help ensure a group 
expert and thus alleviate future support burdens. The group 
was evaluated and appropriate resource decisions made, 
Did users have enough terminals? Were they willing to 
share? Did they have access to printers? The group's train- 
ing needs were also evaluated. Did users know how to log 
on to the HP 3000? Had they used any programs before? 
Did they need a customized class? Could they teach them- 
selves with the help of the ITF? Another important piece 
of information was the list of other departments each group 
worked closely with. That was used to help guide im- 
plementation. It was important to add next the groups users 
needed to communicate with, Communication paths are 
as important during full-scale implementation as during 
the pilot phase, 

Before the group was actually added to HP Desk, a 
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member of the HP Desk team made a presentation to its 
members. The presentation covered HP Desk features, what 
each HP Desk tray is used for, examples of some of the 
screens. HP's overall messaging strategy, and the Corporate 
Offices implementation strategy. This allowed for answer- 
ing any questions and introducing the support person. 
Once the group had been added, the HP Desk support team 
would send each member of the group a framing message 
daily for 10 days. 

Promoting the Use of HP Desk 

Among the mos* important steps of the implementation 
plan is creating a follow-up plan. The real challenge in HP 
Desk implementation does not lie in adding more user 
groups but in getting existing users to sign on faithfully to 
read and reply to their messages. Using HP Desk means 
establishing neiv work habits. Groups should not be added 
and then Ignored. After a specified period of time (usually 
four to eight weeks), it is important to check with the de- 
partmental contact and other group members to make sure 
they are using HP Desk, know the basic features, and can 
print messages to their favorite printer. Often, new users 
need help setting up user-defined commands fUDCs] to 
make the program easier to run. It is also necessary to let 
everyone know of newly added user groups. 

From the beginning of implementation, the Corporate 
Offices' HP Desk team has followed up with each group. 
On a regular basis, information from the maintenance re- 
ports is logged. For each user, a check is made of disc space 
use, last sign-on date, and Calendar/Diary use, That infor- 
mation is shared with the departmental contact who can 
then pass it on to others. The follow-up is one way to 
measure use of the product. 

The successful implementation of HP Desk at the Corpo- 
rate Offices is exemplified by its widespread use among 
managers and executives. In April 1984, a survey was con- 
ducted among the Corporate Offices top-level managers 



and executives to assess such use, The survey was repeated 

one year later. Fig. 12 summarizes the results of the two 
surveys. Percentages in the graph are derived only from 
the questionnaires returned in each instance (slightly over 
half] and therefore are not strictly comparable, 

HP Desk is also being used innovatively by several cor- 
porate departments, The accounting department distrib- 
utes targeting and expense information to all corporate 
managers and supervisors. Formerly, stacks of reports were 
printed, collated, and distributed, costing several person- 
days of work per month. That process was automated with 
HP Desk, The reports now stay in their electronic form and 
are copied into HP Desk for mailing, Reports reach their 
destination faster than before and a number of person-days 
per month have been saved. While phasing in the new 
procedures, the accounting department worked closely 
with many managers, even giving them individualized HP 
Desk instruction, This project also motivated many groups 
to be added earlier than they might have been otherwise. 

CCC has a special HP Desk user called CCC REGISTRAR. 
Anyone interested in the classes taught by CCC can send 
a message to the registrar for information concerning class 
content, scheduling, and fees. Telephone interruptions 
have dropped dramatically. There is still no electronic 
equivalent for a signature, so a paper form signed by the 
prospective student's supervisor is required before final 
enrollment. 

The facilities site services department also has several 
special HP Desk users. Through one, it is passible to order 
refreshments for a class or meeting. The refreshment coor- 
dinator files requests in the Calendar/Diary and then prints 
the day's work orders from it. Paperwork has been virtually 
eliminated. To another special user, messages can be sent 
regarding everything from light bulb replacement to electri- 
cal wiring projects. Appropriate work orders are then 
created and scheduled. 

In the San Francisco Bay Area, the treasury department 
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keeps a list of people whose checks have bounced at the 
petty cash department. Formerly, the list was typed month I \ 
for each Bay Area division, then copied, stapled, and sent 
through interoffice mail. The information is now consoli- 
dated and distributed through HP Desk. Not only is it re- 
ceived much faster, bul il is possible to track delivery 
through the use of acknowledgments. The information is 
now much more secure; only authorised individuals have 
access to an HP Desk mailbox. The department also collects 
worldwide investment data from foreign entities. Using 
job streams, files of outstanding investments are automati- 
cally sent to the Corporate Offices through HP Desk. Infor- 
mation is received in a timely manner and in a format 
ready for additional processing. Maintenance of these 
jobstreams is easy for the foreign entities because the users 
understand the HP Desk dialogue and can makfi any neces- 
sary modifications, Lastly, a member of HP's Geneva treas- 
ury department has developed a foreign currency exchange 
rate system using HP Desk and a spreadsheet software pack- 
age on the HP 150 Personal Computer, The currency infor- 
mniiou originates at the Geneva treasury department and 
is mailed out to HP's offices in European countries and the 
Corporate Offices, It is automatically downloaded to an HP 
150 t where it updates a Spreadsheet. This information can 
then be used to generate graphs automatically for the spot, 
accounting, or cross rates for European currencies. This 
eliminates the need for several country offices to track this 
information, manually produce charts, or reinput data. 

Growth Phases 

The growth in bolh I he number of users and number of 
HP Desk messages processed proceeds through several dis- 
tinct phases, as shown in Fig. 13. Fig. 13 goes through 
March 1985, when the user population began to stabilize 
at about 1700 users, Message volume has continued to in- 
crease since then, although not so sharply as before. In the 
first phase, a base of users and support experience is estab- 
lished. This is followed by a period of explosive growth, 
As new users are added and they become comfortable using 
HP Desk, the number of messages processed also grows, 
though this growth lags the addition of users by several 
months. Finally, there is a period of maturity. The addition 
of users slows, while there is continued and steady growth 
in message volume. 



Myths 

In closing, it would be useful to deny some HP Desk 
implementation myths. First, HP Desk is not a typical OA 
utility. It is not like HP Draw or HP State, utilities that can 
be installed and then forgotten until the next software up- 
grade. There are daily support responsibilities that must 
be addressed , and implementation is much more involved. 
Second, HP Desk should not necessarily be limited to one 
HP 3000 at each entity. HP Desk installation should be 
distributed among the HP 3000s that users are assigned to 
for all their other work, Third, HP Desk does not severely 
impact the performance of other programs, It takes job slots 
and disc space, but HP Desk users primarily impact their 
own response time, not that of other programs on the HP 
3000. Fourth, all users should not be added at once, For 
the implementation team to handle the early support load, 
phased implementation is essential. This also ensures that 
the product is used appropriately. Fifth, the maintenance 
job should not be run weekly, but daily. A good backup 
for critical data is essential. Finally, secretaries should not 
necessarily read their manager's mail. It is feasible and 
desirable that managers manage their own messages. 
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